
GOVERNMENTAL AGENCIES

BUILDING DEPARTMENT
City of Lynwood
20816 44th Ave W. Ste 230
Lynnwood, WA 98036

FIRE DEPARTMENT
City of Lynwood
20816 44th Ave W. Ste 230
Lynnwood, WA 98036

HEALTH DEPARTMENT
Snohomish Health District
Attn: food Section Plan Review
3020 Rucker Avenue Ste 104
Everett, WA 98201-3900

BUILDING DATA

BUILDING CODE:
2015 INTERNATIONAL BUILDING 
CODE (WAC 51-50)

PLUMBING CODE:
2015 UNIFORM PLUMBING CODE 
(WAC 51-57 )

MECHANICAL CODE:
2015 INTERNATIONAL 
MECHANICAL CODE (WAC 51-52)

ELECTRICAL CODE:
2017 NATIONAL ELECTRICAL 
CODE (WAC 296-46B)

FIRE CODE:
2015 INTERNATIONAL FIRE CODE 
(WAC 51-54)

ACCESSIBILITY CODE:
2009 ICC A117.1-2009

ENERGY CODE:
2015 WASHINGTONG STATE 
ENERGY CODE (WAC 51-11)

NOTE: 
See G-002L for Accessibility notes, 
Life Safety notes & code summaries.

DERERRED SUBMITTAL

1. Automatic Fire Sprinkler & Fire Alarm system.
2. Sign Plans. 
3.Trusses. 
4.Cooler/Freeser (Shop drawings, Stuctural and 
load Calculations).
5. Ansul fire suppression System.
6. CO2 tank for carbonated drinks. 
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ARCHITECT

WAREMALCOMB
3015 112th. Ave NE #205
Bellevue, WA 98004
P 425.670.6706
F 425.774.8219
Nony Rivera
nrivera@waremalcomb.com

STRUCTURAL

PROJECT FROG
99 Green St 2nd Floor
San Francisco, CA 94111
P 415.814.5198
Matthew Comber
mcomber@projectfrog.com

MEP

DIALETIC ENGINEERING
311 W 20th St. Suite 200
Kansas City, MO 64108
P 816.997.9627
Joe Hillebrenner
joe.hillebrenner@dialecticeng.com

FOOD SERVICES

TRIMARK FOODSERVICE EQUIP. 
3801 Camp Creek Pwky #1800,
Ste 114 Atlanta, GA 30331
P 470.225.5026
Michelle Schoonover
Design.West@strategicequipment.com

MILLWORK/FURNITURE

FCC COMMERCIAL FURNITURE
8452 Old Highway 99 North
Roseburg, OR 97470
Michelle Gansko
michelle.gansko@fccfurn.com

CIVIL

BARGHAUSEN CONSULTING 
ENGINEERS, INC.
18215 72nd Avenue S
Kent, WA 98032
P 425.656.7450
Jason Carey
jcarey@barghausen.com

LANDSCAPE

BARGHAUSEN CONSULTING 
ENGINEERS, INC.
18215 72nd avenue S
Kent, WA 98032
P 425.656.7450
Jason carey
jcarey@barghausen.com

1. OCCUPANCY A2

2. CONSTRUCTION TYPE VB

________________________________________________

4. ALLOWABLE AREA 6,000 SQ. FT. 

ACTUAL AREA (FOOTPRINT) 5,182 SQ. FT.

5. ALLOWABLE HEIGHT 40'-0"

ACTUAL HEIGHT 20'- 4 1/2"

CODE SUMMARY

Chick-fil-A
5200 Buffington Road        

Atlanta, Georgia  
30349-2998

Information contained on this drawing and in all digital files 
produced for above named project may not be reproduced in 
any manner without express written or verbal consent from 
authorized project representatives.
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*NOTE: REVISION SCHEDULE ABOVE MAY NOT LIST REVISIONS TO ALL DISCIPLINES. REFER TO REVISED DRAWINGS FOR CHANGES TO SHEETS NOT LISTED HERE. 
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G-001 AHJ REQUIRED INFORMATION

G-002 ACCESSIBILITY SHEET

G-003 LIFE SAFETY PLAN

G-004 RESPONSIBILITY AND NATIONAL ACCOUNTS SCHEDULE

C-001 CIVIL SHEET PLACE HOLDER

L-001 LANDSCAPE SHEET PLACE HOLDER

H-101 VAPOR INTRUSION MITIGATION

H-102 VAPOR INTRUSION MITIGATION

A-001 GENERAL NOTES AND ABBREVIATIONS

A-100 SITE PLAN
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A-901 SPECIFICATIONS
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A-907 SPECIFICATIONS
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A-909 SPECIFICATIONS

A-910 SPECIFICATIONS

A-911 SPECIFICATIONS

S-001 STRUCTURAL NOTES

S-201L FOUNDATION PLAN
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S-241L DROPPED CEILING PLAN
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S-301 FOUNDATION DETAILS

S-401 REFUSE ENCLOSURE PLANS & DETAILS
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S-901 STRUCTURAL SPECIFICATIONS

S-902 STRUCTURAL SPECIFICATIONS

M-201 MECHANICAL FLOOR PLAN

M-250 MECHANICAL ROOF PLAN

M-301 HOOD DETAILS AND SCHEDULES

M-401 HVAC DETAILS AND SCHEDULES

M-501 HVAC CONTROLS

M-901 MECHANICAL SPECIFICATIONS

MH-101 HALTON HOOD SHOP DRAWING

P-101 BELOW SLAB PLUMBING PLAN

P-201 WATER PIPING PLAN

P-211 BEVERAGE CONDUIT PLAN

P-221 SLAB ROUGH-IN PLAN

P-250 ROOF PLAN AND DETAILS

P-251 CANOPY PLAN AND DETAILS

P-301 DWV RISER DIAGRAM

P-302 WATER RISER DIAGRAM

P-303 DETAILS AND SCHEDULES

P-901 PLUMBING SPECIFICATIONS

E-001 ELECTRICAL SCHEDULES AND DETAILS

E-002 ELECTRICAL SCHEDULES AND DETAILS

E-003 LIGHTING AND POWER PLAN KEYNOTES

E-100 ELECTRICAL SITE PLAN

E-101 ELECTRICAL SITE DETAILS

E-102 SITE PHOTOMETRIC PLAN

E-211L LIGHTING PLAN

E-221L POWER AND SYSTEMS PLAN

E-250L ROOF POWER PLAN

E-301 ENLARGED KITCHEN POWER PLAN

E-302 ENLARGED SERVING AND BOH POWER PLAN

E-303 DT ORDERING AREA DETAILS & REFUSE ENCLOSURE
PLAN

E-304 ORDER CANOPY PLAN AND DETAILS

E-305 CANOPY CONTROL PANEL WIRING DIAGRAM

E-501L PANEL SCHEDULES

E-502 SINGLE LINE DIAGRAM AND NOTES

E-901 ELECTRICAL SPECIFICATIONS

E-902 ELECTRICAL SPECIFICATIONS

K-201 OVERALL EQUIPMENT FLOOR PLAN

K-211 ENLARGED EQUIPMENT FLOOR PLAN

K-212 ENLARGED EQUIPMENT FLOOR PLAN

K-601 ELECTRICAL ROUGH-IN ELEVATIONS

K-602 ELECTRICAL ROUGH-IN ELEVATIONS

K-603 ELECTRICAL ROUGH-IN ELEVATIONS

K-604 ELECTRICAL ROUGH-IN ELEVATIONS

K-611 PLUMBING ROUGH-IN ELEVATIONS

K-801 EQUIPMENT SCHEDULE

K-802 EQUIPMENT SCHEDULE

F-201L FURNITURE FLOOR PLAN

F-211L FURNITURE CORE DRILL PLAN

F-701L DECOR ELEVATIONS

FP-101 FIRE ALARM PLAN, NOTES AND DETAILS

FP-201 FIRE PROTECTION PLAN AND GENERAL NOTES

FP-211 FIRE PROTECTION DETAILS

Lynnwood, WA 98036

Hwy 99 & 196th
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DESIGN NOTES APPLIED IN CURRENT PROJECT
INCLUDED

IN PROJECT
DESIGN NOTE

NUMBER
DESIGN NOTE

RELEASE DATE DESCRIPTION

Yes 2019-054 10/16/19 UPDATED TERMINIX PROCESS AND CONTACTS

Yes 2019-057 10/30/19 NEW BEVERAGE TOWER

Yes 2020-019 12/17/2020 PLAY AREA OPTIONS

Yes 2020-021 12/17/2020 METAL ASSEMBLY OPTIMIZATION

Yes 2020-024 12/17/2020 DT COCKPIT DOOR AND HVAC UPDATES

Yes 2020-039 12/17/2020 TEAM MEMBER SPACE

ITEMS OF IMPORTANCE
INCLUDED IN

PROJECT ITEM NUMBER ITEM DESCRIPTION

Yes 1 ITEMS OF IMPORTANCE

REGION: WEST

12" = 1'-0"
2

VICINITY MAP

12" = 1'-0"
G000_MEP

3015 112th Ave NE 205
Bellevue, WA 98004

P 425.670.6706
F 425.774.8219

NO. DATE DESCRIPTION

OCCUPANT LOAD (LE LRG)

Name Area Load Factor Occupants

ASSEMBLY - STANDING 202 SF 5 SF 41

ASSEMBLY - UNCONCENTRATED 1324 SF 15 SF 89

BUSINESS 979 SF 100 SF 13

KITCHEN 1613 SF 200 SF 9

STORAGE 449 SF 300 SF 3

TOTAL 4567 SF 155

nrivera
Snapshot



krappe
Area Measurement
312.7 sf

krappe
Length Measurement
30.1 ft



EDGE OF MASONRY
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NOTE:

REFER TO STRUCTURAL DRAWINGS FOR 
FOUNDATION WALL/FOOTING DETAILS
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BELOW

CAST STONE
COPING WITH DRIP EDGE 
(SLOPE 1/2" TOTAL), 48" LENGTHS, 
JOINTS TO BE SANDED SEALANT

2' - 8"

8" (NOMINAL) CMU
GROUTED SOLID

1" SLIM BRIK, COLOR TO
MATCH BUILDING (BR-B)

CONT. MEMBRANE
FLASHING W/ WEEP
HOLES AT 32" O.C. WITH
COTTON WICKS, TYP.

0' - 0"

GRADE

FOUNDATION WALL AND
FOOTING, RE: STRUCTURAL

FINISHED PATIO
- RE: CIVIL

GROUT CAVITY SOLID
BELOW FLASHING
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REINF. AT 16" O.C. VERT.
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1" AND FILL WITH SEALANT

T/PATIO

T/MASONRY

R
E

: 
S

T
R

U
C

T
.

2'-0"

3' - 4"

T/MASONRY

COMPACTED SUBGRADE

2
'-
9

"
3

'-
0

"

2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"9'-9"2'-3"

A-102

A1

6'-5"

A-101

E3

2
'-
9

"
3

'-
0

"
5

"

6
'-
5

"

3
"

6'-8"

11'-5 1/2"

IN
S
ID

E
 F

A
C

E
 O

F
 W

A
LL

R
 2

1'
-2

"

SHOPPING CENTER 
SIGNAGE ON FACE 
OF WALL.  SEE 
SIGNAGE PLANS
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CONCRETE CAP, TYP.
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Chick-fil-A
5200 Buffington Road        

Atlanta, Georgia  
30349-2998

Information contained on this drawing and in all digital files 
produced for above named project may not be reproduced in 
any manner without express written or verbal consent from 
authorized project representatives.
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1 1/2" = 1'-0"

EXTERIOR LOW WALL PLAN PRECAST COPINGB2 1 1/2" = 1'-0"

EXTERIOR LOW WALL CAST STONE COPINGB1

3015 112th Ave NE 205
Bellevue, WA 98004

P 425.670.6706
F 425.774.8219

N.T.S.

SCREEN WALLE1

N.T.S.

ENLARGED SCREEN WALLA1

N.T.S.

SCREEN WALLD1

NO. DATE DESCRIPTION

1 04-22-2020 PLANNING/FD
REVIEW

1

3/8" = 1'-0"

ENLARGED SIGN WALL PLANB3



LEVEL 1
0' - 0"

PAINTED STEEL POST CAPS (TYP)  
PAINT PT-9

COLLAR HINGES (TAP & ADD 
GREASE FITTINGS AT EACH 
HINGE-GREASE HINGES AFTER 
PAINTING)

2-1/2" X 2-1/2" PAINTED STEEL 
TUBE GATE FRAME - PAINT PT-9

6" DIAMETER PAINTED STEEL 
POST - PAINT PT-9

1-1/2" X 1-1/2" PAINTED STEEL 
ANGLES - PAINT PT-9

PREFINISHED 1X4 PLASTIC 
LUMBER (EARTHCARE PRODUCTS 
(1-770-455-3602) WEATHERED 
WOOD) ATTACHED TO STEEL 
FRAME WITH THRU BOLTED 
CARRIAGE BOLTS - 4 PER TRIM 
BOARD - PAINT HEADS DARK 
BRONZE

DROP RODS BEYOND

2 EQUAL PANELS

11'-7"

12'-5"

TOS
10' - 9"

LEVEL 1
0' - 0"

TOP OF EXTERIOR BOND BEAM
8' - 8"

TOP OF INTERIOR BOND BEAM
7' - 4"

BR-3

TOS
10' - 9"

E1

A-103

_____________________

LEVEL 1
0' - 0"

TOP OF EXTERIOR BOND BEAM
8' - 8"

TOP OF INTERIOR BOND BEAM
7' - 4"

-0' - 6"

BR-3

TOS
10' - 9"

A-103

A3

B1

A-103
_____________________

A2

A-103

C2

A-103

C3

A-103

E2

A-103

SAW CUT -
RE: CIVIL

6" DIAMETER STEEL 
PIPE GATE POST

PIPE 
BOLLARDS

HYDRANT -
RE: PLUMBING

RE: KITCHEN 
FOR SHELVING 
IN THIS AREA.

S
L
O

P
E

S
L
O

P
E

STORAGE

REFUSEFLOOR DRAIN -
RE: PLUMBING

RAMP TO DOOR
MAX SLOPE 1:12
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10' - 4"

1/4" / 1'-0" 1/4" / 1'-0"

0' - 0"

0' - 0"

0' - 0"

0' - 0"

0' - 0"

-0' - 1"

LOW PROFILE 
TURBINE ROOF 
VENTILATOR 
SUPPLIED AND 
INSTALLED BY GC

10'-6 1/4"3 3/4"

5 3/4"

A-103

C1

LEVEL 1
0' - 0"

TOP OF EXTERIOR BOND BEAM
8' - 8"

TOP OF INTERIOR BOND BEAM
7' - 4"

STORAGE REFUSE

WHITE ROOFING MEMBRANE
ON ROOF DECKING - RE: 
STRUCTURAL
ON RAFTERS - RE: STRUCTURAL
ON 1/2" CDX PLYWOOD CEILING -
PAINT PT-1A

WHITE ROOFING MEMBRANE
AT WALL BEYOND

1/2" EXPANSION JOINT  -
RE: STRUCTURAL

CONCRETE SLAB  - RE: STRUCTURAL

SEALED CONCRETE 
SLAB  -
RE: STRUCTURAL

ONE COAT OF PRIMER & ONE COAT 
OF PT-7, TYP INSIDE THIS ROOM

BLOCK FILLER WITH ONE COAT OF 
PRIMER & ONE COAT EPOXY PAINT TO 
MATCH BRICK.  

BOLLARD - RE: CIVIL

1" / 1'-0"

A-103

D2

A-103

D1

A-103

B2

1x4 EARTHCARE PREFINISHED 
TRIM SURROUND

GATE PULLS AS APPROVED 
BY OWNER.

STEEL PLATE AND ANCHORAGE

1" DIAMETER STEEL DROP ROD

1-1/4" DIAMETER DRILLED HOLE 
IN CONCRETE DRIVE.

1x4 EARTHCARE PREFINISHED 
TRIM SURROUND

6" LONG DROP ROD GUIDE

VERTICAL EDGE OF CONCRETE SLAB 
BEHIND & BELOW GATE

CONCRETE DRIVE - RE: CIVIL

GRAY INDICATES PAINT PT-9 IN 
THIS DRAWING, TYP

1/2" EXPANSION JOINT - RE: CIVIL

9 3/4"

6" PIPE BOLLARD GATE POST 
BEYOND - PAINT PT-9

1/2" EXPANSION 
JOINT - RE: CIVIL

CONCRETE PAVING 
- RE: CIVIL

6" MIN. CRUSHED 
STONE BASE

POST FOUNDATION 
- RE: STRUCTURAL

CONCRETE SLAB & FOOTING 
(RE: STRUCTURAL)

SLOPE FOR DRAINAGE - RE: PLAN

1" CHAMFERED EDGE

GATE PANEL

**STORAGE RM FLOOR

0'-0"

GROUT CAVITY SOLID AT 
BELOW FLASHING

LINE OF FINISHED 
GRADE - RE: CIVIL

CONT. MEMBRANE FLASHING
WITH WEEP HOLES AT 32" O.C.

GROUT BOTTOM TWO COURSES 
SOLID, TYP AND EXTEND GROUTING 
DOWNWARD INTO FOOTING AS 
SHOWN ON STRUCTURAL DRAWINGS

BRICK VENEER 

HORIZONTAL JOINT REINFORCEMENT 
WITH HOOK & EYE TYPE BRICK TIES 
- RE: STRUCTURAL

EXTEND BRICK VENEER TO FOOTING 
BELOW.  CONTRACTOR SHALL HAVE 
OPTION TO USE 4" THICK CMU 
INSTEAD OF BRICK AT AREAS BELOW 
FINISH GRADE.  

CONCRETE SLAB,
RE: STRUCT.

FOOTING - RE: STRUCTURAL

LEVEL 1

0'-0"

1/2" EXPANSION JOINT

AIR SPACE 

DAMPPROOFING 

1' - 0"

H.M. DOOR PAINT

PAINTED HOLLOW METAL 
DOOR & FRAME

CONCRETE FILLED & 
REINFORCED CELL 
RE: STRUCTURAL

SEALANT, TYP ALL SIDES

3 ANCHORS PER JAMB

GROUT SOLID

8" CMU

SLOPE

DECKING 
- RE: STRUCTURAL

RAFTERS 
- RE: STRUCTURAL

BOND BEAM 
- RE: STRUCTURAL

8" HARDIE PLANK -
PAINT COLOR #7

2X BLOCKING

2-PIECE METAL DRIP EDGE
DARK BRONZE

10 D NAILS AT 6" O.C.ROOFING MEMBRANE

JOIST 
ANCHORAGE - RE: 

HORIZONTAL JOINT 
REINFORCEMENT 
- RE: STRUCTURAL

7'-4" A.F.F.

2X TREATED TOP PLATE
BOND BEAM - RE: STRUCTURAL

BRICK VENEER 

1/2" CDX PLYWOOD 
CEILING - PAINT PT1-A

RAFTERS - RE: STRUCTURAL

ANCHORAGE 
- RE: STRUCTURAL

ROOF DECKING 
- RE: STRUCTURAL

40 MIL. SINGLE-PLY PVC ROOF
MEMBRANE BY DURO-LAST

SLOPE

HORIZONTAL JOINT 
REINFORCEMENT WITH HOOK 
& EYE TYPE BRICK TIES 
- RE: STRUCTURAL

MOISTURE BARRIER 

TERMINATION BAR

1/2" X 4” LONG #3 SS DOWELS 
W/ HOOK AT COPING KOINTS. 
PROVIDE CONT. SEALANT AT 
COPING JOINTS, TYP.

CAST STONE COPING, 48”
LENGTHS, JOINTS TO BE 
SANDED SEALANT

2
 1

/2
"

3
"

SEALANT, TYP ALL SIDES

PAINTED HOLLOW METAL 
DOOR & FRAME, PT-7 GROUT SOLID

DRIP CAP CMU BOND BEAM 
- RE: STRUCTURAL

BACKER ROD & 
SEALANT

WEEPS AT 24" O.C.

7'-4" A.F.F.

REFUSE ENCLOSURE NOTES

1. ** IN THE ARCHITECTURAL DRAWINGS, REFUSE ENCLOSURE AND MAIN 
BUILDING ARE BOTH NOTED WITH FINISH SLAB AT 0'-0".  ACTUAL FINISH 
SLAB HEIGHTS WILL VARY BETWEEN MAIN BUILDING AND REFUSE 
ENCLOSURE.  REFER TO CIVIL FOR ALL FINISH SLAB HEIGHTS.    
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3/8" = 1'-0"

REFUSE ENCLOSURE ELEVATIONA2

1/4" = 1'-0"

REFUSE ENCLOSURE ELEVATIONC21/4" = 1'-0"

REFUSE ENCLOSURE ELEVATIONC3

1/4" = 1'-0"

REFUSE ENCLOSURE PLAND3

1/2" = 1'-0"

REFUSE ENCLOSURE SECTIONE2

N.T.S.

REFUSE ENCOSURE DROP ROD 3-D DETAILA3

3/4" = 1'-0"

REFUSE PAD AT CONCRETE PAVING DETAILB11 1/2" = 1'-0"

REFUSE ENCLOSURE BASE DETAILB2

1 1/2" = 1'-0"

REFUSE ENCLOSURE DOOR JAMB DETAILC1

1 1/2" = 1'-0"

REFUSE ENCLOSURE DRIP EDGED11 1/2" = 1'-0"

REFUSE ENCLOSURE ROOF EDGE DETAILD2

1 1/2" = 1'-0"

REFUSE ENCLOSURE DOOR HEAD DETAILE1

1/4" = 1'-0"
1

REFUSE ENCLOSURE NOTES

3015 112th Ave NE 205
Bellevue, WA 98004

P 425.670.6706
F 425.774.8219
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1 04-22-2020 PLANNING/FD
REVIEW
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1



FLOOR PLAN GENERAL NOTES

A.1 DIMENSIONS ARE FROM FACE OF STUD TO FACE OF STUD (UNLESS OTHERWISE NOTED).   
A.2 FASTENERS, ANCHORS, CLIPS, STRAPS, ETC WHICH ARE IN CONTACT WITH 

PRESERVATIVE AND/OR FIRE TREATED WOOD SHALL BE OF G-185 HOT DIPPED ZINC-
COATED GALVANIZED STEEL, STAINLESS STEEL, OR AN APPROVED EQUAL. 

A.3 REFER TO CIVIL AND LANDSCAPE FOR LOCATIONS OF WALKS, BOLLARDS, LANDSCAPING 
AREAS, FLAG POLE, AND OTHER SITE ITEMS.

A.4 REFER TO INTERIOR ELEVATIONS FOR LOCATIONS AND TYPES OF CORNER GUARDS.
A.5 CONTRACTOR TO COORDINATE LOCATION OF POLE MOUNTED EXTERIOR CAMERA WITH 

STRONG SYSTEMS AND INSTALL UNDERGROUND CONDUIT AS REQUIRED.  RE: 
ELECTRICAL.

A.6 REFER TO ACCESSIBILITY PLAN AND FURNITURE DRAWINGS FOR SEATING LAYOUT & 
SPECIFICATIONS. CONTACT: OWNER. 

A.7 REFER TO ACCESSIBILITY PLAN AND OWNER DRAWINGS FOR CONDIMENT COUNTERS 
AND TRASH RECEPTACLES.  

A.8 REFER TO IT WALLBOARD USER GUIDE FOR WALLBOARD INSTALLATION, IF APPLICABLE.

WALL INSULATION NOTES

WALL NOTES

INTERIOR WALL FRAMING NOTES

EXTERIOR WALL FRAMING NOTES

D.1 SEE STRUCTURAL DRAWINGS FOR STUD DIMENSIONS AND SPACING.
D.2 AT WOOD STUD EXTERIOR WALLS, USE TREATED SILL PLATES.   

EXTERIOR SHEATHING NOTES

E.1 REFER TO STRUCTURAL FOR EXTERIOR SHEATHING TYPES.

BLOCKING NOTES

F.1 WALL BLOCKING SHALL BE THE GENERAL CONTRACTOR’S RESPONSIBILITY.  BLOCKING SHALL INCLUDE, 
BUT IS NOT LIMITED TO:  AREAS INDICATED ON INTERIOR ELEVATIONS FOR GRAB BARS, SHELVING 
BRACKETS, MONITORS, FIXTURES, ETC, AS WELL AS BLOCKING FOR WINDOWS, CANOPIES ROOF 
FRAMING, ROOF TOP UNITS, ETC.  

INTERIOR WALL FINISH & INTERIOR SHEATHING NOTES

AT MATERIALS LABELED "INTERIOR SHEATHING” ON WALL TYPE DRAWINGS AND DETAILS, SHEATHING SHALL BE AS 
FOLLOWS UNLESS NOTED OTHERWISE.  REFER TO FINISH PLAN AND INTERIOR ELEVATIONS FOR FINISH MATERIAL ON 
INTERIOR SHEATHING.  DO NOT USE WOOD SHEATHING WITHIN 18" OF HOODS.    
G.1 WHERE SHEATHING IS EXPOSED:  1/2" GYPSUM BOARD. PAINTED PER INTERIOR ELEVATIONS AND FINISH PLAN.   
G.2 BETWEEN WALL TILE AND STUDS:  1/2" CEMENTITIOUS BACKER BOARD.
G.3 BETWEEN FRP PANELS AND WOOD STUDS AT BACK OF HOUSE:  COMPOSEAL GOLD 40 MIL WATERPROOF 

MEMBRANE AND 1/2" CEMENTITIOUS BOARD TO 1'-0" ABOVE SLAB.  1/2” CDX PLYWOOD SUBSTRATE ABOVE 
CEMENTIOUS BOARD TO 1'-0" ABOVE CEILING.  RE: TYPICAL WALL BASE DETAIL.    

G.4 BETWEEN FRP PANELS AND METAL STUDS:  COMPOSEAL GOLD 40 MIL WATERPROOF MEMBRANE AND 1/2" 
CEMENTIOUS BOARD TO 1'-0" ABOVE SLAB.  1/2" CEMENTITIOUS BOARD TO 4" ABOVE CEILING, EXCEPT AT AREAS 
WHERE DRAFTSTOPPING IS REQUIRED.  REFER TO DRAFTSTOPPING DETAILS FOR THOSE AREAS.  

G.5 NOT USED.
G.6 BETWEEN STAINLESS STEEL PANELS AND METAL STUDS:  1/2" CEMENTIOUS BOARD.
G.7 BETWEEN STAINLESS STEEL PANELS AND WOOD STUDS:  1/2" CEMENTIOUS BOARD.
G.8 BETWEEN WALLCOVERING AND STUDS:  1/2" GYPSUM BOARD.  
G.9 BETWEEN WOOD WAINSCOT AND WOOD STUDS:  1/2" PLYWOOD.
G.10 BETWEEN WOOD WAINSCOT AND METAL STUDS:  1/2” CEMENTIOUS BOARD.  
G.11 BETWEEN FREEZER/COOLER WALLS AND WOOD STUD WALLS:  1 FT TALL CEMENT BOARD BASE WITH 1/2" GYPSUM 

BOARD (LEVEL 1 FINISH) TO 6” ABOVE FINISH CEILING.  EXTEND 40 MIL COMPOSEAL GOLD WATERPROOF MEMBRANE 
FROM FLOOR AS INDICATED ON FINISH PLAN UP WALL AS INDICATED ON FREEZER AND COOLER SCREED DETAILS. 

G.12 BEHIND WOOD BOARD FINISH AT ICON WALL:  3/4" PLYWOOD.     
G.13 BEHIND WOOD BOARD FINISH AT OTHER LOCATIONS:  1/2" PLYWOOD.

INTERIOR BASE FINISH & SHEATHING NOTES

AT MATERIALS LABELED "INTERIOR SHEATHING” ON WALL TYPE DRAWINGS AND DETAILS, MATERIALS SHALL BE AS 
FOLLOWS UNLESS NOTED OTHERWISE.  REFER TO FINISH PLAN AND INTERIOR ELEVATIONS FOR BASE FINISH MATERIAL.     
H.1 BETWEEN TILE BASE AT KITCHEN AND STUDS:  1/2" CEMENTITIOUS BACKER BOARD TO MINIMUM 1'-0" ABOVE 

SLAB.
H.2 BETWEEN TILE BASE AT NON-KITCHEN AREAS AND STUD WALLS:  1/2" CEMENT BACKER BOARD TO MINIMUM 

5" ABOVE SLAB.  
H.3 BETWEEN VINYL BASE AND WOOD STUD WALLS:  1/2" GYPSUM BOARD.    

B.1 WHERE EXTERIOR METAL STUD WALL TYPE REQUIRES BATT INSULATION, USE R-19 FOIL FACED BATT INSULATION.  
B.2 WHERE EXTERIOR WOOD STUD WALL REQUIRES BATT INSULATION, USE R-19 KRAFT FACED FIBERGLASS BATT 

INSULATION WITH FLAME SPREAD INDEX OF NOT MORE THAN 25 AND SMOKE DEVELOPED INDEX OF NOT MORE 
THAN 450.  

B.3 WHERE EXTERIOR STUD WALLS REQUIRE BATT INSULATION, EXTEND INSULATION UP 12" ABOVE ROOFTOP RIGID 
INSULATION.  

B.4 AT INTERIOR METAL STUD WALLS WHERE INSULATION IS SCHEDULED, USE 3-1/2" FOIL FACED BATT INSULATION.  
B.5 AT INTERIOR WOOD STUD WALLS WHERE INSULATION IS SCHEDULED, USE 3-1/2" BATT INSULATION WITH MAXIMUM 

FLAME SPREAD INDEX OF 25. 
B6. NOT USED

C.1 UNLESS NOTED OTHERWISE, EXTEND FRAMING TO 6" ABOVE ADJACENT CEILING
C.2 AT DRAFT STOPPING PARTITION INTERIOR WALLS, EXTEND FRAMING TO ROOF DECK AS REQUIRED TO 

ACCOMMODATE SMOKE BARRIER. 
C.3 WHERE INTERIOR WALLS ARE NOT INSULATED AND NOT A DARFT STOPPING PARTITION, FRAMING MAY 

STOP 6" ABOVE HIGHEST ABUTTING FINISH CEILING.   
C.4 WHERE INTERIOR WALL FRAMING DOES NOT EXTEND TO STRUCTURE ABOVE, BRACE INTERIOR WALLS AS 

REQUIRED FOR COMPLIANCE WITH BUILDING CODE, REF BUILDING DATA ON COVER SHEET.
C.5 FRAMING AT NON-LOADBEARING INTERIOR WALLS SHALL MEET REQUIREMENTS OF APPLICABLE BUILDING 

CODES AND LOCAL AMENDMENTS.

FLOOR PLAN WALL & 
PARTITION LEGEND

WOOD STUD WALL

METAL STUD WALL

NOTE: SEE WALL & PARTITION TYPES 
AND SMOKE BARRIER INDICATED ON 
REFLECTED CEILING PLAN FOR 
ADDITIONAL INFORMATION

BATT INSULATION
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MILLWORK CURB LEGEND

1" CURB

5 1/2" CURB

1
GC SHALL PROVIDE 5-1/2" HIGH CONCRETE MILLWORK CURBS. RE: OWNER SHOP 
DRAWINGS FOR EXACT LOCATIONS & DIMENSIONS.

3 FREEZER AND COOLER DOORS AND HARDWARE SUPPLIED BY FREEZER/ COOLER 
MANUFACTURER.

2
GC SHALL SECURE SAFE USING (4) HILTI-HAS-E 1/2" x 4-1/2" ANCHOR BOLTS WITH HILTI 
HVU ADHESIVE CAPSULE. AT EACH HOLE FASTEN THRU PHENOLIC BASE OF CABINET 
AND INTO CONCRETE CURB BELOW. VERIFY LOCATION WITH SAFE MANUFACTURER. 

4 DASHED LINE INDICATES SOFFIT OR BULKHEAD ABOVE, RE: REFLECTED CEILING PLAN.

5
RECESSED PIN AND SLEEVE BOX, RE: A4/A-620 & ELECTRICAL. 2'-1" ROUGH OPENING 
WIDTH AT HOOD #2. 11" ROUGH OPENING WIDTH AT HOOD #3

8 STEEL WALL BY OWNER (TYP.) RE: OWNER FOR EXACT LOCATION.

9 SAFE SCREEN BY OWNER.

15 NETWORK CABINET.

18 ELECTRICAL PANEL. RE: ELECTRICAL.

19 ITEM BY OWNER. 

20 2-SIDED ICON. RE: OWNER DRAWINGS. 

22 CANOPY ABOVE BY OWNER. 

23 NOT USED.

24 MDP. RE: ELECTRICAL. 

25 CT CABINET. RE: ELECTRICAL.

FLOORPLAN KEYNOTES

26 NOT USED.
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NOTE: SQUARE FOOTAGE INDICATED IN 
STATISTICS IS NET SQUARE FOOTAGE AND 
DOES NOT INCLUDED INTERIOR OR 
EXTERIOR WALLS. REFER TO FOOTPRINT 
FOR BUILDING SQUARE FOOTAGE.

1/4" = 1'-0"

FLOOR PLANC4

WALL TYPE SCHEDULE - INTERIOR
MARK DESCRIPTION (DOES NOT INCLUDE FINISHES)

2x4 WD STUDS @ 24" O.C. MAX, WITH ONE LAYER 1/2" SHEATHING EA EXPOSED SIDE

M8 8" MTL STUDS @ 24" O.C. MAX, WITH ONE LAYER 1/2" SHEATHING EA EXPOSED SIDE

W4 2x4 WD STUDS @ 24" O.C. MAX, WITH ONE LAYER 1/2" SHEATHING EA EXPOSED SIDE

W4.1 2x4 WD STUDS @ 24" O.C. MAX, WITH ONE LAYER 1/2" SHEATHING ON INTERIOR SIDE

W6 2x6 WD STUDS @ 24" O.C. MAX, WITH ONE LAYER 1/2" SHEATHING EA EXPOSED SIDE

W6R 2x6 WD STUDS @ 24" O.C. MAX, 1-HR_RATED

W8 2x8 WD STUDS @ 24" O.C. MAX, WITH ONE LAYER 1/2" SHEATHING EA EXPOSED SIDE

W66 2X6 & 2X6 PAIR WD STUDS @ 24" O.C. MAX, WITH ONE LAYER OF 1/2" SHEATHING EA EXPOSED SIDE

W86 2X8 & 2X6 PAIR WD STUDS @ 16" O.C. MAX, WITH ONE LAYER OF 1/2" SHEATHING EA EXPOSED SIDE

BUILDING FOOTPRINT:

WALL TYPE SCHEDULE - EXTERIOR
MARK DESCRIPTION (DOES NOT INCLUDE FINISHES)

SM6 6" MTL STUD INFILL WITH 1/2" SHEATHING EA SIDE - REF STRUCT DRAWINGS FOR CONSTRUCTION/MATERIAL INFORMATION

SW6 2X6 WD STUD EXTERIOR WALL WITH 1/2" SHEATHING EA SIDE - REF STRUCT DRAWINGS AND ARCH SECTIONS/ELEVATIONS FOR
CONSTRUCTION/MATERIAL INFORMATION

SW6.1 2X6 WD STUD EXTERIOR WALL WITH ONE LAYER 1/2" SHEATHING EXTERIOR SIDE AND TWO LAYERS 1/2" SHEATHING INTERIOR SIDE - REF
STRUCT DRAWINGS AND ARCH SECTIONS/ELEVATIONS FOR CONSTRUCTION/MATERIAL INFORMATION

SW6.2 2X6 WD STUD EXTERIOR FURRING WALL WITH ONE LAYER 1/2" SHEATHING EXPOSED SIDE - REF STRUCT DRAWINGS AND ARCH
SECTIONS/ELEVATIONS FOR CONSTRUCTION/MATERIAL INFORMATION

SW6.3 2X6 WD STUD EXTERIOR WALL WITH 1/2" SHEATHING ON EXTERIOR FACES - REF STRUCT DRAWINGS AND ARCH SECTIONS/ELEVATIONS FOR
CONSTRUCTION/MATERIAL INFORMATION

1/4" = 1'-0"
A201_MILLWORK CURB LEGEND

STATISTICS (NET)

Name Area

CLOSET 11 SF

DINING 1545 SF

DRIVE THRU 214 SF

DTT CLOSET 23 SF

ENTRY VEST 72 SF

FIRE RISER Not Placed

KITCHEN 1370 SF

MENS 166 SF

MULTI-PURPOSE 70 SF

OFFICE 53 SF

RR VEST 45 SF

SERVICE 256 SF

SERVICE 105 SF

SERVING 252 SF

TEAM MEMBER ROOM 218 SF

VESTIBULE 31 SF

WOMENS 186 SF

1/4" = 1'-0"

MILLWORK CURB PLANA4

4983 SF

3015 112th Ave NE 205
Bellevue, WA 98004

P 425.670.6706
F 425.774.8219
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FLAG POLE LIGHTING 
RE: ELECTRICAL
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"

3'-1"

4'-4"

A.1 R-VALUE OF RIGID INSULATION MAY VARY DEPENDING ON MANUFACTURER.  GC SHALL BE RESPONSIBLE FOR 
VERIFYING APPROPRIATE THICKNESS TO MEET R-VALUE REQUIREMENTS.  

A.2 VERTICAL ROOF MEMBRANE SURFACES ON VERTICAL BACK WALLS OF PARAPET AND KICKERS (WHERE 
USED) SHALL BE TAN.  ALL OTHER ROOF MEMBRANES SURFACES SHALL BE WHITE. 

A.3 PROVIDE PIPE SUPPORTS (NOT SHOWN HERE) FOR GAS AND CONDENSATE LINES AT 4'-0" O.C. MAX.  
A.4 REFER TO MECHANICAL, ELECTRICAL, AND PLUMBING ROOF PLANS FOR INFORMATION NOT SHOW HERE.
A.5 PAINT ALL EXPOSED GAS PIPING ON ROOF DARK BRONZE (2 COATS).
A.6 ALL CONDENSATE LINES SHALL BE INSTALLED TO PROVIDE POSITIVE DRAINAGE.  GENERAL 

CONTRACTOR SHALL PROVIDE BLOCKING AS REQUIRED TO ELIMINATE SAGGING.
A.7 PROVIDE SIDEWALL MOUNTED LIGHT FIXTURE PER E1/A504.  COORDINATE LOCATION WITH C.M.
A.8 ROOF PENETRATIONS TO BE INSTALLED PER DETAILS C2/A504 AND D1/A504.

ROOF PLAN GENERAL NOTES

1 CRICKET CONSTRUCTED OF ROOF MEMBRANE ON RIGID INSULATION - SLOPE AT 1/4" PER FT MIN

12 DISCHARGE CONDENSATE INTO DOWNSPOUT - RE: PLUMBING ROOF DRAWING.

14 ALUMINUM EQUIPMENT STAND SUPPORTS MANUFACTURED BY AVCOA CORPORATION OF FORT LAUDERDALE, 
FLORIDA OR APPROVED EQUAL. AT WALK-IN CONDENSERS - (2 STANDS) EACH CONSISTING OF (2) 5'-0" LONG RAILS 
SPACED 31" APART. AT ICE MAKER CONDENSERS - (3 STANDS) EACH CONSISTING OF (2) 5'-0" LONG RAILS SPACED 24" 
APART WITH (2) SUPPORTS UNDERNEATH. STANDS SHALL PROVIDE 18" MINIMUM CLEARANCE (48" O.C. AT ICE MAKER 
CONDENSERS) AND SHALL BE SIZED INSTALLED ACCORDING TO THE MANUFACTURER'S LOAD CHARTS AND PRINTED 
INSTALLATION DETAILS. CONTACT: 800-266-7212.

17 EXHAUST FAN. RE: MECHANICAL.

18 COMBUSTION AIR VENT. RE: MECHANICAL & PLUMBING.

ROOF PLAN KEYNOTES

3/8" X 4 1/2" EYE SCREW ANCHORS (INSTALL 2x 
SOLID BLOCKING BETWEEN STUDS TO 
ATTACH ANCHOR). LOCATIONS APPROXIMATE. 
VERIFY WITH OWNER AND CONSTRUCTION 
MANAGER. RE: DETAIL D2/A504.

4"X16" OVERFLOW SCUPPER. RE: DETAIL. INSTALL 
WITH BOTTOM EDGE 2" ABOVE ROOF SURFACE. GC 
TO ENSURE SCUPPER IS INSTALLED DURING MAIN 
ROOFING OPERATION.

4"X16" SCUPPER, LEADER HEAD & DOWNSPOUT. 
RE: DETAIL. RE: EXTERIOR ELEVATION FOR 
LOCATION.

2'-6" X 3'-0" ROOF HATCH. BILCO 
OR EQUAL.

GRAY WALK PAD MEMBRANES, TYP.

ROOF PLAN LEGEND

EXTENDED PARAPET

REGULAR PARAPET

PIPING PENETRATION. RE: D1/A-504 AND PLUMBING 
ROOF PLAN FOR PIPE DESCRIPTIONS

REMOTE CONDENSING UNIT. RE: KITCHEN 
EQUIPMENT SCHEDULE

RTU. RE: MECHANICAL

AIR FLOW DIRECTION

Chick-fil-A
5200 Buffington Road        

Atlanta, Georgia  
30349-2998

Information contained on this drawing and in all digital files 
produced for above named project may not be reproduced in 
any manner without express written or verbal consent from 
authorized project representatives.
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B4

A-504
_____________________

A4

A-501

_____________________

C3

A-501
_____________________

A1

A-501
_____________________

B3

A-504

_____________________

A4

A-504

_____________________

D4

A-501
_____________________

A1

A-502
_____________________

C4

A-501

_____________________

C3

A-501

_____________________

SIGNAGE BY OTHERS

T/ SLAB 0"

WATER TABLE 3'-0"

B/ CANOPY 9'-8"

T/ SOLDIER 13'-0"

T/ FRAMING 20'-4 1/2"

DRAINAGE 
LEADER,TYP. - RE: CIVIL

PT-113

OVERFLOW SCUPPER, TYP.PT-113

G31 G31 G31 G31

C1-D C1-D

EQ EQ EQ EQ

C1-D

PT-113

SEE: A2/A503

SEE: A3/A503

EQ EQ

8
'-
0

"
1

'-
8

"

G31 G31

EC-1

SC-1

BR-A

EC-1

111BR-A

SC-1

T/ FRAMING 22'-4 1/2"

A2

A-502
_____________________

A3

A-502
_____________________

A4

A-501
_____________________

B4

A-504

_____________________

C3

A-502
_____________________

A4

A-504

_____________________

B3

A-504

_____________________

C2

A-501
_____________________

A2

A-502
_____________________

SIGNAGE BY OTHERS

CP-1

DRIVE THRU SERVICE WINDOW
RE: NATIONAL ACCOUNTS & G-002

T/ FRAMING 20'-4 1/2"

T/ SOLDIER 13'-0"

B/ CANOPY 9'-8"

WATER TABLE 3'-0"

T/ SLAB 0"

EC-1 SC-1

BR-A1BR-A

EC-1

EC-1

B2

A-502

_____________________

T/ FRAMING 22'-4 1/2"

B1

A-504
_____________________

A2

A-504

_____________________

B4

A-504

_____________________

A4

A-501

_____________________

B3

A-504

_____________________

D4

A-501
_____________________

A3

A-501

_____________________

A4

A-504
_____________________

C1

A-504
_____________________

C3

A-501

_____________________

C3

A-502

_____________________

C4

A-501

_____________________

A2

A-504

_____________________ C2

A-501

_____________________

A3

A-501

_____________________

B4

A-504
_____________________

C4

A-501
_____________________

C5-L

G3

G21

G3

SIGNAGE BY OTHERS

CARD READER BY SECURITY 
VENDOR - REF ELECT
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G21 G21

G21 G21

G21 G21

G21

G21

G21

G3 G3

T/ FRAMING 20'-4 1/2"

T/ SOLDIER 11'-0"

B/ CANOPY 9'-8"

WATER TABLE 3'-0"

T/ SLAB 0"

T/ SOLDIER 13'-0"

G21 G21

G21G21

C3-CC5-L

SIGNAGE BY OTHERS

G3

2'-9" 3'-3"EQEQEQEQ

EQ EQ

G21 G21

G21G21

G21G21

G21G21

G21

G21G21

G21 G21G21

G21

G21

2
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"
4
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"
2

'-
1
0

"

EC-1 SC-1

EC-1

BR-A BR-A1

EC-1 EC-1

EC-1 SC-1

1 1 1 1 1KNOX BOX PER 
FIRE DEPT REQMT.

T/ FRAMING 22'-4 1/2"

C5-L

C5-K

D1

A-502

_____________________

C4

A-501
_____________________

C2

A-502
_____________________

A2

A-504
_____________________

C2

A-501
_____________________

A4

A-501

_____________________

B4

A-504

_____________________ A4

A-504

_____________________

B3

A-504
_____________________

B1

A-504

_____________________

C1

A-502
_____________________

SIGNAGE BY OTHERS

CO2 FILL BOX INSTALL WITH 
TOP FASTENERS ANCHORED 
INTO MORTAR. - RE: PLUMBING

CARD READER BY 
SECURITY 
VENDOR - REF 
ELECT

2
'-
7

"
5

'-
4

"
1

'-
9

"

EQ EQ EQ

G21 G21

G21G21

T/ FRAMING 20'-4 1/2"

T/ SOLDIER 13'-0"

B/ CANOPY 8'-0"

WATER TABLE 3'-0"

T/ SLAB 0"

C3-E

C4-G

EC-1

BR-A

SC-1 EC-1

T/ FRAMING 22'-4 1/2"

G21

G21

GLAZING SCHEDULE

THICKNESSMARK

NOTES:
1. ALL GLASS TO BE G21 U.N.O.
2. PROTOTYPICAL STOREFRONT SYSTEM (MULLIONS & GLAZING COMBINED) U-VALUES: 0.46. 

SHGC: 0.28 (CLEAR GLASS - TINTED GLASS WILL NOT BE ACCEPTED)
3. SITE ADAPT ARCHITECT OF RECORD RESPONSIBLE FOR UPDATING GLAZING VALUES PER 

LOCAL CODE REQUIREMENTS. RE: SPECIFICATIONS, SECTION 08800.

TYPE TINT REMARKS

1/4"G1 TEMPERED CLEAR

1/8" (2)G3 LAMINATED CLEAR

1/2"G11 TEMPERED CLEAR

1"G21 TEMPERED CLEAR - LOW-E

1"G31 TEMPERED ACID ETCHED - LOW-E

BUTT GLAZE

PROVIDE THERMALLY BROKEN AT EXTERIOR LOCATIONS

PROVIDE THERMALLY BROKEN AT EXTERIOR LOCATIONS

DUAL LAYER

CANOPY NOTES:

ATTACHED CANOPIES - 8" THICK CANOPY
- KYNAR FINISH OF STRUCTURE, FASCIA, & 
DECKING TO MATCH (PT-113)

DETACHED CANOPIES - 10" THICK CANOPY
- SEE RCP AND EXTERIOR ELEVS FOR FINISHES

BRICK EXPANSION JOINT LEGEND

ALIGN EJ WITH JAMB ALIGN WITH EXTENT OF BRICK ABOVE

ALIGN EJ WITH CORNER OF WALL PLACE EJ AS DIMENSIONED

NOTE: EJ SEALANT COLOR TO MATCH MORTAR COLOR.

1

2

3

4
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5200 Buffington Road        
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1/4" = 1'-0"

EXTERIOR ELEVATIOND1

1/4" = 1'-0"

EXTERIOR ELEVATIONB1

1/4" = 1'-0"

EXTERIOR ELEVATIONC1

1/4" = 1'-0"

EXTERIOR ELEVATIONB3

FINISH SCHEDULE - EXTERIOR

MARK DESCRIPTION MANUFACTURER MODEL NAME
MODEL

NUMBER COLOR NOTE

EXTERIOR

BR-A BRICK VENEER (PRIMARY) MUTUAL MATERIALS MODULAR * IMPERIAL
GRAY

*SEE APPROVED BRICK ALTERNATES

BR-B BRICK VENEER (SCREEN
WALL)

MUTUAL MATERIALS SLIMBRICK * IMPERIAL
GRAY

*SEE APPROVED BRICK ALTERNATES

CP-1 CANOPY METAL FASCIA DURA COAT DC19ST-2703 DARK BRONZE OIL RUBBED BRONZE METALLIC
TEXTURE PVD

CP-2 CANOPY METAL DECK WHITE SMOOTH WHITE, HIGH GLOSS

EC-1 PARAPET WALL COPING DUROLAST /
EXCEPTIONAL METALS

DARK BRONZE
(MATTE)

PT-100 EXTERIOR PAINT SHERWIN WILLIAMS SHER-CRYL HIGH PERFORMANCE
ACRYLIC #B66-350

SW 2807 ROOKWOOD REFUSE ENCLOSURE.  FINISH:
SEMI-GLOSS ON DOOR FRAMES,
SATIN ON WALLS

PT-113 EXTERIOR PAINT SHERWIN WILLIAMS SHER-CRYL HIGH PERFORMANCE
ACRYLIC #B66-350

DARK BRONZE FINISH: SEMI-GLOSS

SC-1 STUCCO STO POWERWALL STO WHITE FINISH: SAND MEDIUM

ST-1 STOREFRONT YKK YES 45 DARK BRONZE
(MATTE)

ATTACHED CANOPY SCHEDULE

Mark Description Count
Overall
Width

Overall
Depth

Tie Back Mounting
(Offset From Top)

Integral
Lighting

C1-D Exterior Canopy 3 6'-4" 1'-0" 0" No

C3-C Exterior Canopy 1 6'-4" 3'-0" 2'-6" No

C3-E Exterior Canopy 1 10'-0" 3'-0" 2'-6" No

C5-K Exterior Canopy 1 19'-4" 5'-0" 2'-4" Yes

C5-L Exterior Canopy 2 27'-9" 5'-0" 2'-4" Yes

Grand total 8

(SEE NATIONAL ACCOUNTS LIST FOR CONTACT INFORMATION)

APPROVED BRICK ALTERNATES

FINISH MANUFACTURER MODEL MORTAR PLANT LOCATION

BR-A (PRIMARY BRICK)

BR-02 ACME BRICK PALOMA GRAY ARGOS, SAN TAN ELGIN, TX

BR-22 HC MUDDOX SPANISH MOSS ARGOS, SAN TAN SACRAMENTO, CA

BR-07 MERIDIAN BRICK CITADEL ARGOS, SAN TAN BESSEMER, AL

BR-18 MUTUAL MATERIALS IMPERIAL GRAY ARGOS, SAN TAN SPOKANE, WA

BR-20 REDLAND BRICK KHAKI MATT ARGOS, SAN TAN HARMAR, PA

BR-B (ACCENT BRICK)

BR-03 ACME BRICK RUSTIC WHITE ARGOS, SAN TAN PEAR EAST, AR

BR-23 HC MUDDOX TULE FOG ARGOS, SAN TAN SACRAMENTO, CA

BR-11 MERIDIAN BRICK V100 ARGOS, SAN TAN ATHENS, TX

BR-19 MUTUAL MATERIALS DESERT WHITE ARGOS, SAN TAN SPOKANE, WA

BR-21 REDLAND BRICK LIGHT BUFF MATT ARGOS, SAN TAN HARMAR, PA

3015 112th Ave NE 205
Bellevue, WA 98004

P 425.670.6706
F 425.774.8219
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0"

WATER TABLE

3'-0"

HEADER

9'-8"

T.O. HIGH ROWLOCK

17'-4"

T.O. LOW ROWLOCK

13'-4"

T.O. LOW PARAPET

20'-4 1/2"

T.O. HIGH PARAPET

21'-8 1/2"

T.O. ROWLOCK

14'-0 1/32"

T.O. SLAB
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WATER TABLE
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HEADER
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T.O. LOW ROWLOCK

13'-4"

T.O. LOW PARAPET

20'-4 1/2"

T.O. HIGH PARAPET

21'-8 1/2"

T.O. ROWLOCK

14'-0 1/32"

T.O. SLAB

0"

WATER TABLE

3'-0"

HEADER

9'-8"

T.O. HIGH ROWLOCK

17'-4"

T.O. LOW ROWLOCK

13'-4"

T.O. LOW PARAPET

20'-4 1/2"

T.O. HIGH PARAPET

21'-8 1/2"

T.O. ROWLOCK

14'-0 1/32"

T.O. SLAB

0"

WATER TABLE

3'-0"

HEADER

9'-8"

T.O. HIGH ROWLOCK

17'-4"

T.O. LOW ROWLOCK

13'-4"

T.O. LOW PARAPET

20'-4 1/2"

T.O. HIGH PARAPET

21'-8 1/2"

T.O. ROWLOCK

14'-0 1/32"
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A-504

B4

A-503

B1

A-504

D1

A-504

B1

A-501

A3

RE: REFLECTED 
CEILING PLAN

TRUSS RE: 
STRUCTURAL

RE: ROOF PLAN 
& DETAILS

STUCCO SYSTEM 
- RE: WALL TYPES

RIGID INSULATION
- RE: INSULATION SCHEDULE

EXTERIOR SHEATHING
- RE: SPECIFICATIONS

REF STRUCTURAL FOR 
HEADER

LIGHTED SIGN 
- RE: ELECTRICAL

ALUMINUM 
STOREFRONT

SLAB & FOUNDATION 
RE: STRUCTURAL 

RE: CIVIL 

REF STRUCTURAL FOR 
JOIST BEARING

R-21 BATT INSULATION, 
EXTEND 12" ABOVE ROOF, 
TYP

PREFINISHED ALUMINUM CANOPY 
PROVIDE STAINLESS 1/2" LAG BOLTS AT 
18" O.C. REFER TO MANUFACTURER'S 
INSTRUCTIONS. RECESSED LED LIGHT 
BY CANOPY MRF.

FLOOR FINISH RE: 
FINISH PLAN

DOUBLE WALL FRAMING
- RE: STRUCTURAL

PERIMETER INSULATION 
AS REQUIRED
BY WSEC

FIRST FLOOR
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OD3

OD4 -

HS

C1

OA

B

AR

Schedule

Symbol Label Quantity Manufacturer Catalog Number Description Lamp
Number

Lamps
Filename

Lumens Per

Lamp

Light Loss

Factor
Wattage

3 EATON -

LUMARK

(FORMER

COOPER

LIGHTING)

PRV-A60-D-UNV-T3-AP-

7030

PREVAIL AREA AND ROADWAY

LUMINAIRE (2) 70 CRI, 3000K

LEDS, HIGH OUTPUT AND TYPE

III OPTICS, GREY PAINTED

FINISH ABSOLUTE PHOTOMETRY

IS BASED ON CALIBRATION

FACTORS CREATED USING LAB

LUMEN STANDARDS IN

GONIOPHOTOMETER WITH TEST

DISTANCE OF 28.75 FEET

2 PRV-A60-D-UNV-

-T3-AP-7030.ies

9709 1 163

2 EATON -

LUMARK

(FORMER

COOPER

LIGHTING)

PRV-A60-D-UNV-T4-AP-

7030-HSS

PREVAIL AREA AND ROADWAY

LUMINAIRE (2) 70 CRI, 3000K

LEDS, HIGH OUTPUT AND TYPE

IV OPTICS WITH HOUSE SIDE

SHIELD, GREY PAINTED FINISH

ABSOLUTE PHOTOMETRY IS

BASED ON CALIBRATION

FACTORS CREATED USING LAB

LUMEN STANDARDS IN

GONIOPHOTOMETER WITH TEST

DISTANCE OF 28.75 FEET

2 PRV-A60-D-UNV-

-T4-AP-7030-

HSS.ies

8701 1 163

6 Hubbell Outdoor

Lighting

NRG-30LU-3K-035-BZ NRG4000 Series C-80-CRI 1 NRG4-30LU-3K-

035-BZ.IES

3388 1 35

12 PROGRESS P5675-8230K 5" 17W LED Direct/Indirect

Cylinder

2- 3000K LED Modules 1 PROG_P5675-

8230K_17.0276

9_testlabreports

.IES

1014 1 33.6

11 1900-OA-XX-12LED2725 ASPEN BOLLARD OPEN

APERTURE

(1) 2700K CCT, 80 CRI 1 1900-OA-XXO

12LED2725-

UNV-BZ

.IES

224 1 13.9COOPER

LIGHTING

SOLUTIONS-

- LUMIERE

-UNV-BZ COB LED

8 ARB-B1-LED-D1-T2 ARBOR OUTDOOR POST (1) 4000K CCT, 70 CRI 1 ARB-B1-LED-

D1-T2.IES

2045 1 24COOPER

LIGHTING

SOLUTIONS-

- INVUE

COB LED

STATISTICS
Description Symbol      Avg        Max       Min       Max/Min       Avg/Min

Drive Thru +

+

+

3.7 fc    11.5 fc    0.7 fc     16.4:1            5.3:1

Parking Area

Property Line

2.6 fc    6.2 fc      0.4 fc     26.6:1            7.5:1

1.0 fc     7.1 fc     0.0 fc       NA                NA

5.8 fc    30.5 fc    0.5 fc     30.0:1            11.6:1Pedestrain Path +

4.0 fc     12.5 fc     2.0 fc      6.3:1             2.0:1Front Plaza +
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CHICK-FIL-A LYNNWOODDial 811
Callbefore you dig.

below.Know what's
LANDSCAPE NOTES AND REQUIREMENTS

LIST OF LANDSCAPE
ABBREVIATIONS

ANSI AMERICAN NATIONAL
STANDARDS INSTITUTE

ARCH ARCHITECTURAL DOCUMENTS
B&B BALLED AND BURLAPPED
BC BOTTOM OF CURB
BW BOTTOM OF WALL
BOC BACK OF CURB
CAL CALIPER
CIP CAST-IN-PLACE
CIVIL CIVIL ENGINEERING

DOCUMENTS
CONT CONTAINER
CY CUBIC YARDS
DBH DIAMETER AT BREAST HEIGHT
DEMO DEMOLITION
DIA DIAMETER
DT DROUGHT TOLERANT
DTLS DETAIL DRAWINGS
ESMT EASEMENT
ELEC ELECTRICAL DOCUMENTS
EX EXISTING
FOC FACE OF CURB
FT FEET
GAL GALLON
HT HEIGHT
LF LINEAR FEET
LIM LIMIT OF WORK
MAX MAXIMUM
MECH MECHANICAL DOCUMENTS
MIN MINIMUM
N/A NOT APPLICABLE
NIC NOT IN CONTRACT
OC ON CENTER
OAE OR APPROVED EQUAL
P&P PRESERVE AND PROTECT
PA PLANTING AREA
PH PHASE
POC POINT OF CONNECTION
PRECON PRE-CONSTRUCTION
PROP PROPOSED
PT PRESSURE TREATED
REP REPRESENTATIVE
REQ REQUIREMENTS
SIG SIGNIFICANT
SPEC SPECIFICATIONS
SF SQUARE FEET
TEMP TEMPORARY
TC TOP OF CURB
TP TREE PROTECTION
TW TOP OF WALL
TYP TYPICAL
UON UNLESS OTHERWISE NOTED
WD WIDTH

LANDSCAPE NOTES AND REQUIREMENTS

1. ALL LANDSCAPE WORK SHALL COMPLY WITH LOCAL JURISDICTIONAL REQUIREMENTS. IF
THERE IS A CONFLICT BETWEEN JURISDICTIONAL REQUIREMENTS AND THE CONTRACT
DOCUMENTS, CONSTRUCTION DRAWINGS, NOTES, DETAILS, OR ANY OTHER
DOCUMENTATION FOR THE WORK TO BE UNDERTAKEN, THE CONTRACTOR SHALL NOTIFY
THE LANDSCAPE ARCHITECT IN WRITING IMMEDIATELY FOR CLARIFICATION.

2. COORDINATE NOTES, DETAILS, AND DRAWINGS PRIOR TO BEGINNING CONSTRUCTION.
CONTRACTOR SHALL REVIEW THE SITE AND CONSTRUCTION DOCUMENTS AND
IMMEDIATELY REPORT DISCREPANCIES TO THE LANDSCAPE ARCHITECT.

3. CONTRACTOR SHALL BE SKILLED AND KNOWLEDGEABLE IN THE FIELD OF WORK AND
HAVE A MINIMUM OF FIVE (5) YEARS OF EXPERIENCE INSTALLING SIMILAR WORK.
CONTRACTOR SHALL BE LICENSED TO PERFORM THE WORK SPECIFIED WITHIN THE
PRESIDING JURISDICTION.

4. CONTRACTOR TO FURNISH ALL MATERIALS, LABOR, EQUIPMENT, AND RELATED ITEMS
NECESSARY TO ACCOMPLISH TOPSOIL, TREATMENT, AND PREPARATION OF SOIL, FINISH
GRADE, PLACEMENT OF SPECIFIED PLANT MATERIALS, COMPOST, STAKING, MULCH,
CLEAN-UP, DEBRIS REMOVAL, AND 90 DAYS MAINTENANCE PER TREE, SHRUB, AND OTHER
WOODY PLANT MANAGEMENT - STANDARD PRACTICES, LATEST EDITION (ANSI A300).

5. CONTRACTOR SHALL CLEARLY MARK ALL PROPERTY LINES AND LIMITS OF WORK PRIOR
TO BEGINNING ANY WORK.

6. CONTRACTOR SHALL USE FULL SIZE CONSTRUCTION DOCUMENTS IN THE FIELD AT ALL
TIMES.

7. CONTRACTOR SHALL KEEP ALL PAVEMENT CLEAN AND WORK AREAS IN AN ORDERLY
CONDITION. PROTECT LANDSCAPE WORK AND MATERIALS FROM DAMAGE DUE TO
LANDSCAPE OPERATIONS AND TRESPASSERS. CONTRACTOR SHALL REPAIR AREAS
DAMAGED DUE TO CONSTRUCTION INCLUDING DAMAGE TO EXISTING IRRIGATION
SYSTEMS, IF PRESENT, TO MATCH CONDITIONS PRIOR TO THE START OF CONSTRUCTION.
MAINTAIN LANDSCAPE PROTECTION DURING INSTALLATION AND MAINTENANCE PERIOD.
TREAT, REPAIR, OR REPLACE DAMAGED LANDSCAPE WORK AS DIRECTED BY OWNER'S
REPRESENTATIVE.

8. ALL LANDSCAPE MATERIALS AND FINISH GRADES ARE SUBJECT TO APPROVAL BY THE
LANDSCAPE ARCHITECT.

SUBMITTALS
9. SUBMIT FIVE (5) COPIES OF THE FOLLOWING TO THE LANDSCAPE ARCHITECT FOR REVIEW

AND APPROVAL PRIOR TO THE START OF ANY WORK:
A. DOCUMENTATION THAT ALL PLANT MATERIAL HAS BEEN ORDERED
B. TOPSOIL ANALYSIS AND RECOMMENDED AMENDMENTS
C. TREE STAKING AND GUYING MATERIALS
D. ONE (1) QUART SIZE SAMPLES OF TOPSOIL AND MULCH
E. PLANTING SCHEDULE INCLUDING DATES AND TIMES
F. MAINTENANCE INSTRUCTIONS FOR ONE (1) FULL YEAR

UTILITIES
1. CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARITY WITH ALL UNDERGROUND

UTILITIES, PIPES, AND STRUCTURES. CONTRACTOR SHALL TAKE SOLE RESPONSIBILITY
FOR ANY COST INCURRED DUE TO DAMAGE OF SAID UTILITIES. VERIFY ALL UTILITY
LOCATIONS, PADS, AND APPURTENANCES PRIOR TO CONSTRUCTION. DO NOT BLOCK
ACCESS TO UTILITY STRUCTURES. REPORT DISCREPANCIES IMMEDIATELY TO
LANDSCAPE ARCHITECT AND OWNER'S REP.

2. TREE LOCATIONS TO BE COORDINATED WITH EXISTING AND PROPOSED UNDERGROUND
UTILITIES TO ACHIEVE SEPARATION PER JURISDICTIONAL REQUIREMENTS. IF NO
JURISDICTIONAL REQUIREMENTS, ALL TREES TO BE LOCATED MIN 10 FT FROM ALL
UNDERGROUND UTILITIES. VERIFY UTILITY LOCATIONS PRIOR TO PLANTING TREES.
NOTIFY LANDSCAPE ARCHITECT IMMEDIATELY IF PROPOSED TREE LOCATIONS CONFLICT
WITH UTILITY LOCATIONS.

MAINTENANCE
1. CONTRACTOR TO PROVIDE OWNER'S REP WITH A SCOPE OF WORK AT TIME OF INITIAL

PROJECT BID TO PROVIDE LANDSCAPE AND IRRIGATION MAINTENANCE FOR 90 DAYS
FOLLOWING COMPLETION OF PROJECT (ACCEPTANCE) OF FACILITY BY OWNER'S REP.
PLANTING MAINTENANCE TO INCLUDE WATERING, WEEDING, CULTIVATING, TIGHTENING,
REPAIRING OF TREE GUYS AND/OR STAKES, RESETTING PLANTS TO PROPER GRADES OR
POSITION, RE-ESTABLISHING SETTLED GRADES, AND MOWING LAWNS WEEKLY AFTER
LAWN ESTABLISHMENT. HERBICIDE IS NOT RECOMMENDED FOR ONE YEAR FOLLOWING
LANDSCAPE INSTALLATION.

2. CONTRACTOR SHALL GUARANTEE ALL LANDSCAPE AND PLANT MATERIAL FOR A PERIOD
OF ONE (1) YEAR FROM DATE OF FINAL ACCEPTANCE OF THE WORK BY OWNER'S REP.
BEGIN MAINTENANCE IMMEDIATELY FOLLOWING INSTALLATION. MAINTAIN THE PLANTING
AREAS FOR ONE (1) YEAR AFTER ACCEPTANCE OF INSTALLATION BY OWNER'S REP.

3. REPAIR ALL EXISTING PLANTING AREAS BY REMOVING INVASIVE SPECIES, PRUNING DEAD
GROWTH, RE-ESTABLISHING FINISH GRADE, AND RE-MULCHING TO SPECIFIED DEPTH
FOLLOWING RECOMMENDATIONS PER ANSI A300.

4. PLANT ESTABLISHMENT PROCEDURES INCLUDE WATERING, PROTECTION FROM INSECTS
OR DISEASE, WEEDING, PRUNING, MOWING, AND OTHER ACTIVITIES AS REQUIRED AND AS
IDENTIFIED IN NOTES.

5. CONTRACTOR TO REPLACE DEAD PLANTS AND PLANTS SHOWING LOSS OF 40 PERCENT
OR MORE OF CANOPY AT NO ADDITIONAL COST TO OWNER. IMMEDIATELY REPLACE
DEFECTIVE MATERIALS AS DETERMINED BY OWNER'S REP OR LANDSCAPE ARCHITECT
WITH PLANT MATERIALS OF THE SAME SPECIES AT A SIZE TO MATCH EXISTING ADJACENT
MATERIALS.

6. UPON COMPLETION OF THE WARRANTY/PLANT ESTABLISHMENT PERIOD, APPLY THREE
93) INCHES ROCK MULCH TO ALL PLANTING AREAS. SEE DETAILS.

7. ANTI-DESICCANT TO BE "WILT-PROOF," FORTY-EIGHT (48) HOURS PRIOR TO SHIPMENT TO
SITE FROM JUNE 1ST THROUGH SEPTEMBER 30TH, THOROUGHLY ROOT WATER PLANTS
PRIOR TO DELIVERY. PLANT MATERIAL DELIVERED TO SITE TO BE KEPT CONTINUALLY
MOIST THROUGH INSTALLATION.

8. UPON COMPLETION OF THE WARRANTY PERIOD, SUBMIT A WRITTEN REQUEST FOR FINAL
INSPECTION TO THE OWNER'S REP. CONTRACTOR TO REPLACE OR REPAIR DEFICIENT
ITEMS NOTED IN THE INSPECTION. CONTRACTOR ATTENDANCE IS REQUIRED AT SECOND
INSPECTION WITH OWNER'S REP. OWNER'S REP TO ISSUE NOTICE OF ACCEPTANCE TO
THE CONTRACTOR WHEN ALL WORK IS COMPLETED AND ACCEPTED.

SOIL PREPARATION NOTES AND REQUIREMENTS

GENERAL REQUIREMENTS
1. CONTRACTOR SHALL SUPPLY ALL SOILS, COMPOST, MULCHES, AND RELATED

MATERIALS. CONTRACTOR SHALL DETERMINE THE VOLUME OF MATERIALS REQUIRED
PER THE INFORMATION ON PLANS, DETAILS, AND NOTED HERE-IN.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY NECESSARY WEED CONTROL
RESULTING FROM CONTAMINATED OFF-SITE MATERIAL SOURCES.

3. ALL LANDSCAPE AREAS, AREAS OF BARE SOIL, AREAS IMPACTED BY VEHICULAR USE OF
ANY KIND, OR STORAGE OF MATERIALS OUTSIDE OF THE CLEARING LIMITS SHALL
RECEIVE FULL SUBGRADE PREPARATION, INCLUDING COMPOST AND AMENDMENTS.

4. CONTRACTOR SHALL ACCOMMODATE ANY FLUFF FACTOR OR SETTLING OF SOILS.
DEPTHS SHOWN ARE MINIMUMS.

5. AFTER ROUGH GRADING AND PRIOR TO SOIL PREPARATION, CONTRACTOR SHALL SEND
TWO (2) REPRESENTATIVE SOIL SAMPLES FROM LOCATIONS AS DIRECTED BY THE
LANDSCAPE ARCHITECT TO TESTING LABORATORY FOR TEST #A05-2. SUBMIT RESULTS
TO LANDSCAPE ARCHITECT FOR REVIEW. TESTS TO INCLUDE FERTILITY AND
SUITABILITY ANALYSIS WITH WRITTEN RECOMMENDATIONS FOR SOIL AMENDMENT,
FERTILIZER, CONDITIONERS, APPLICATIONS RATES, AND POST-CONSTRUCTION
MAINTENANCE PROGRAM. TESTS TO BE CONTRACTED WITH AND PAID FOR BY THE
CONTRACTOR.

6. SOIL AMENDMENTS AND FERTILIZER NOTED BELOW ARE TO BE USED FOR BID PRICE
BASIS ONLY. SPECIFIC AMENDMENTS AND FERTILIZERS WILL BE MADE AFTER SOIL
SAMPLES ARE LABORATORY TESTED BY THE CONTRACTOR. CONTRACTOR SHALL
PROVIDE CHANGE ORDER FOR ADDITION OR REDUCTION OF MATERIALS REQUIRED OR
NOT REQUIRED BY THE SOILS REPORT.

MATERIALS
7. TOPSOIL TO CONSIST OF EQUAL PARTS BY VOLUME SANDY LOAM, COMPOST, AND

COARSE-WASHED SAND OR EQUIVALENT, PROCESSED THROUGH A 1/2" SIEVE. TOPSOIL
SHALL NOT CONTAIN ANY RECYCLED MATERIAL, FOREIGN MATERIALS, OR ANY LISTED
NOXIOUS AND NUISANCE WEEDS OF ANY CLASS DESIGNATED BY AUTHORIZED STATE
OR COUNTY OFFICIALS. AT MINIMUM, TOPSOIL PRODUCTS BROUGHT ON SITE SHALL
CONTAIN AMENDMENTS AS LISTED BELOW.

8. COMPOST PRODUCTS SHALL BE THE RESULT OF THE BIOLOGICAL DEGRADATION AND
TRANSFORMATION OF ORGANIC MATERIALS UNDER CONTROLLED CONDITIONS
DESIGNED TO PROMOTE AEROBIC DECOMPOSITION. COMPOST SHALL BE STABLE WITH
REGARD TO OXYGEN CONSUMPTION AND CARBON DIOXIDE GENERATION. COMPOST
SHALL BE MATURE WITH REGARD TO ITS SUITABILITY FOR SERVING AS A SOIL
AMENDMENT. THE COMPOST SHALL HAVE A MOISTURE CONTENT THAT HAS NO VISIBLE
FREE WATER OR DUST PRODUCED WHEN HANDLING THE MATERIAL.
A. FINE COMPOST SHALL MEET THE FOLLOWING GRADATION:

i.  PERCENT PASSING 1" SIEVE SIZE: MIN 100%
ii. PERCENT PASSING 5/8" SIEVE SIZE: MIN 90%, MAX 100%
iii. PERCENT PASSING 1/4" SIEVE SIZE: MIN 75%, MAX 100%

B. COARSE COMPOST SHALL MEET THE FOLLOWING GRADATION:
i.  PERCENT PASSING 2" SIEVE SIZE: MIN 100%
ii. PERCENT PASSING 1" SIEVE SIZE: MIN 90%, MAX 100%
iii. PERCENT PASSING 3/4" SIEVE SIZE: MIN 70%, MAX 100%
iv. PERCENT PASSING 1/4" SIEVE SIZE: MIN 40%, MAX 60%

C. MINIMUM ORGANIC MATTER OF COMPOST PRODUCTS SHALL BE 40% BY DRY
WEIGHT.

D. THE COMPOST PRODUCT SHALL ORIGINATE FROM ORGANIC WOOD WASTE, YARD
DEBRIS, POST-CONSUMER FOOD WASTE, PRE-CONSUMER ANIMAL-BASED WASTES,
AND/OR PRE-CONSUMER VEGETATIVE WASTE. THE CONTRACTOR SHALL PROVIDE A
LIST OF COMPOST SOURCES BY PERCENTAGE IN THE FINAL COMPOST PRODUCT TO
THE LANDSCAPE ARCHITECT.

9. ROCK MULCH SHALL BE HARD, DURABLE STONE WASHED FREE OF LOAM, SAND, CLAY,
AND OTHER FOREIGN SUBSTANCES. ROCK MULCH SHALL BE OF THE FOLLOWING TYPE,
SIZE RANGE, AND COLOR:
A. TYPE: ROUNDED RIVERBED GRAVEL
B. SIZE RANGE: 2 INCHES MINIMUM, 3 INCHES MAXIMUM
C. COLOR: READILY AVAILABLE NATURAL GRAVEL COLOR RANGE.

SOIL AMENDMENTS
10. FERTILIZER SHALL BE A STANDARD COMMERCIAL GRADE OF ORGANIC FERTILIZER. IT

MAY BE SEPARATE OR IN A MIXTURE CONTAINING THE PERCENTAGE OF TOTAL
NITROGEN, AVAILABLE PHOSPHORIC ACID, AND WATER-SOLUBLE POTASH OR SULFUR IN
THE AMOUNTS RECOMMENDED IN THE SOILS REPORT. ALL FERTILIZERS SHALL BE
FURNISHED IN STANDARD UNOPENED CONTAINERS WITH WEIGHT, NAME OF PLANT
NUTRIENTS, AND MANUFACTURER'S GUARANTEED STATEMENT OF ANALYSIS CLEARLY
MARKED, ALL IN ACCORDANCE WITH STATE AND FEDERAL LAWS.

11. TOPSOIL TO INCLUDE THE FOLLOWING AMENDMENTS AS NECESSARY PER 1,000
SQUARE FT. ALL AMENDMENTS TO BE THOROUGHLY MIXED PRIOR TO INCORPORATION
INTO SUBGRADE:
A. SIX (6) CUBIC YARDS ORGANIC FINE COMPOST.
B. THIRTY (30) POUNDS NITROFORM (38-0-0)
C. FIVE (5) POUNDS AMMONIUM SULFATE
D. FORTY (40) POUNDS CALCIUM CARBONATE LIMESTONE
E. FORTY (40) POUNDS DOLOMITE LIMESTONE
F. FIVE (5) OUNCES BORON (AS BORAX)

SUBGRADE PREPARATION
12. ESTABLISH SUBGRADE ELEVATIONS THAT WILL ACCOMMODATE TOPSOIL, AMENDMENT,

AND MULCH DEPTHS. SUBGRADE PREPARATION FOR PLANTING  AREAS SHALL BE AS
FOLLOWS, UON:
A. RIP SUB-GRADE TO A DEPTH OF EIGHT (8) INCHES.
B. REMOVE COBBLES, ROCKS, CONCRETE, ASPHALT, AND OTHER DEBRIS OVER TWO

(2) INCHES IN DIAMETER FOR PLANTING AREAS.
13. ERADICATE ANY SURFACE VEGETATION ROOTED IN THE SUBGRADE PRIOR TO

SUBGRADE PREPARATION.

14. THOROUGHLY SCARIFY AND RIP ALL LANDSCAPE SUB-GRADES THAT HAVE BECOME
COMPACTED TO A DEPTH OF TWELVE (12) INCHES WITH MULTIPLE PASSES, 90 DEGREES
TO EACH OTHER. SCARIFY AREAS INACCESSIBLE TO MECHANIZED EQUIPMENT AND
AROUND EXISTING PLANTINGS NOTED TO REMAIN WITH HAND TOOLS.

15. VERIFY THAT ALL SOIL CONTAMINANTS (INCLUDING, BUT NOT LIMITED TO, PAINT,
SEALANTS, SOLVENTS, OILS, GREASES, CONCRETE/ASPHALT SPOILS, ETC.) HAVE BEEN
SATISFACTORILY REMOVED FROM ALL PLANTING AREAS. REMOVE ANY ASPHALT
EXTENDING BEYOND SIX (6) INCHES FROM CURBS INTO ADJACENT LANDSCAPES. DO
NOT BEGIN WORK UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED AND
APPROVED BY OWNER'S REPRESENTATIVE.

16. CONTRACTOR SHALL PLACE TOPSOIL WITH AMENDMENTS ON PREPARED SUBGRADE
PER DETAILS.

17. MOISTEN PREPARED AREAS BEFORE PLANTING IF SOIL IS DRY. WATER THOROUGHLY
AND ALLOW SURFACE TO DRY BEFORE PLANTING. DO NOT CREATE MUDDY SOIL.

FINAL GRADING AND MULCHING
18. ALL FINISH GRADES TO BE SMOOTH, EVEN GRADES AND LIGHTLY COMPACTED, AS

SHOWN ON THE PLAN AND DETAILS. PROVIDE POSITIVE DRAINAGE AWAY FROM
BUILDINGS AND STRUCTURES. SEE GRADING PLANS FOR FINAL ELEVATIONS.

19. ALL LANDSCAPE AREAS NOT COVERED BY LAWN AND/OR SEED SHALL RECEIVE THREE
(3) INCHES OF ROCK MULCH, UON. FINELY GRADE MULCH AWAY FROM TREE TRUNKS
AND SHRUB STEMS. DO NOT PLACE MULCH DIRECTLY AGAINST TREE TRUNKS OR
STEMS.

PLANTING NOTES AND REQUIREMENTS

1. TREES, WHIPS, SHRUBS, GROUND COVERS, CUTTINGS, LIVE STAKES, LIVE POLES,
RHIZOMES, TUBERS, ROOTSTOCK, AND SEEDLINGS WILL HEREINAFTER BE REFERRED
TO COLLECTIVELY AS “PLANTS” OR “PLANT MATERIAL”.

2. THE CONTRACTOR SHALL ENSURE ADEQUATE AND PROPER CARE OF ALL PLANT
MATERIAL AND WORK DONE ON THIS PROJECT UNTIL ALL PLANT ESTABLISHMENT
PERIODS REQUIRED BY THE CONTRACT ARE COMPLETE OR UNTIL PHYSICAL
COMPLETION OF THE PROJECT, WHICHEVER IS LAST. EXISTING VEGETATION SHALL NOT
BE DISTURBED UNLESS REQUIRED BY THE CONTRACT OR APPROVED BY THE ENGINEER.
CONTRACTOR SHALL PRESERVE AND PROTECT ALL EXISTING TREES, UON.

3. ADEQUATE AND PROPER CARE SHALL INCLUDE, BUT IS NOT LIMITED TO, KEEPING ALL
PLANT MATERIAL IN A HEALTHY GROWING CONDITION BY WATERING, CULTIVATING,
PRUNING, AND SPRAYING. PLANT MATERIAL CROWNS, RUNNERS, AND BRANCHES SHALL
BE KEPT FREE OF MULCH AT ALL TIMES. THIS WORK SHALL INCLUDE KEEPING THE
PLANTED AND SEEDED AREAS FREE FROM INSECT INFESTATION, WEEDS, OR UNWANTED
VEGETATION, LITTER, AND OTHER DEBRIS ALONG WITH RETAINING THE FINISHED
GRADES AND MULCH IN A NEAT AND UNIFORM CONDITION.

4. THE CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR THE MAINTENANCE AND
APPEARANCE OF THE LANDSCAPE. THE CONTRACTOR SHALL CONTROL WEED AND PEST
SPECIES WITHIN THE PROJECT AREA USING INTEGRATED PEST MANAGEMENT
PRINCIPLES CONSISTING OF MECHANICAL, BIOLOGICAL, AND CHEMICAL CONTROLS AS
DESIGNATED OR APPROVED BY THE ENGINEER OR LANDSCAPE ARCHITECT. THOSE
WEEDS SPECIFIED AS NOXIOUS BY THE STATE DEPARTMENT OF AGRICULTURE, THE
LOCAL WEED DISTRICT, OR THE COUNTY NOXIOUS WEED CONTROL BOARD, AND OTHER
SPECIES IDENTIFIED BY THE CONTRACTING AGENCY, SHALL BE CONTROLLED ON THE
PROJECT. GRASS GROWING WITHIN THE MULCH RING OF A PLANT SHALL BE
CONSIDERED A WEED AND BE CONTROLLED ON THE PROJECT.

5. PRECON MEETING BETWEEN GENERAL CONTRACTOR, LANDSCAPE CONTRACTOR, AND
OWNER'S REP REQUIRED PRIOR TO COMMENCEMENT OF PLANTING OPERATIONS TO
REVIEW CONDITIONS AND IDENTIFY COORDINATION REQUIREMENTS.

PLANT MATERIAL
6. SEE PLANT SCHEDULE FOR SPECIES AND QUANTITIES OF PLANT MATERIAL. ALL PLANT

MATERIAL SHALL BE NURSERY GROWN (NOT FIELD COLLECTED) AND SHALL BE
CONTAINERIZED OR BALLED AND BURLAPPED. PLANT MATERIAL SHALL BE FROM A
SINGLE NURSERY SOURCE FOR EACH SPECIFIED SPECIES/HYBRID. NURSERY SOURCES
SHALL BE THOSE LOCATED IN THE SAME REGION AS THE JOB SITE.

7. NO SUBSTITUTION OF PLANT MATERIAL, SPECIES, OR VARIETY SHALL BE PERMITTED
UNLESS WRITTEN EVIDENCE OF LACK OF PLANT MATERIAL IS SUBMITTED TO THE
OWNER'S REP FROM TWO (2) QUALIFIED PLANT BROKERAGE OFFICES. SUBSTITUTIONS
THAT ARE PERMITTED ARE TO BE IN WRITING FROM THE LANDSCAPE ARCHITECT. THE
SPECIFIED SIZE, SPECIES, AND NEAREST VARIETY, AS APPROVED, SHALL BE FURNISHED.
SUBSTITUTIONS MAY REQUIRE SUBMITTAL OF A REVISED LANDSCAPE PLAN FOR CITY
APPROVAL.

8. PLANT MATERIAL SHALL COMPLY WITH STATE AND FEDERAL LAWS FOR DISEASE
INSPECTION. PLANTS TO BE FULLY ALIVE, VIGOROUS, AND WELL-FORMED WITH
WELL-DEVELOPED FIBROUS ROOT SYSTEMS. ROOT BALLS OF PLANTS TO BE SOLID AND
FIRMLY HELD TOGETHER, SECURELY CONTAINED AND PROTECTED FROM INJURY AND
DESICCATION. PLANTS DETERMINED BY OWNER'S REP TO HAVE DAMAGE, DEFORMITIES
OF STEM, BRANCHES, OR ROOTS, LACK SYMMETRY, HAVE MULTIPLE LEADERS OR "Y"
CROTCHES LESS THAN 30 DEGREES IN TREES, OR DO NOT MEET MINIMUM STANDARDS
OF (AAN) AMERICAN STANDARDS FOR NURSERY STOCK, LATEST EDITION (ANSI Z60.1),
WILL BE REJECTED.

9. SPECIFIED PLANT CONTAINER SIZE, HEIGHT, OR CALIPER IS THE MINIMUM ACCEPTABLE
SIZE FOR ALL PLANT MATERIAL. MEASUREMENTS, CALIPER, BRANCHING, GRADING
QUALITY, AND BALLING AND BURLAPPING MATERIAL SHALL CONFORM TO MINIMUM
STANDARDS OF ANSI Z60.1, LATEST EDITION. PRUNE PLANTS RECEIVED FROM THE
NURSERY ONLY UPON AUTHORIZATION BY THE LANDSCAPE ARCHITECT.

10. SEED MIXES TO BE COMMERCIALLY PREPARED AND SUPPLIED IN SEALED CONTAINERS.
THE LABELS SHALL SHOW: COMMON AND BOTANICAL NAMES OF SEED, LOT NUMBER,
NET WEIGHT, POUNDS OF PURE LIVE SEE (PLS) IN THE MIX, AND ORIGIN OF SEED.

11. HYDROSEED SPECIES AND SEEDING RATES TO BE DETERMINED. QUANTITIES FOR
TACKIFIER, MULCH, FERTILIZER, AND ANY NEEDED NURSE SEED TO BE DETERMINED.
OWNER'S REP TO PROVIDE SITE CONSTRUCTION AND HYDROSEED SCHEDULE TO
LANDSCAPE ARCHITECT PRIOR TO INSTALLATION IN ORDER TO DEVELOP OVERALL
SEEDING STRATEGY AND TO SPECIFY CORRECT QUANTITIES OF MATERIALS RELATED
TO THE INSTALLATION OF HYDROSEED AND ASSOCIATED PRODUCTS AND MATERIALS.
APPLY HYDROSEED PER MANUFACTURER'S AND SEED SUPPLIER'S RECOMMENDATIONS.

12. SOD GRASS: CONTRACTOR SHALL SUBMIT AVAILABLE SOD GRASS MIXTURES ON THE
CURRENT MARKET TO THE LANDSCAPE ARCHITECT FOR SELECTION AND APPROVAL.
THE SOD SHALL BE FIELD GROWN, ONE CALENDAR YEAR OR OLDER, HAVE A
WELL-DEVELOPED ROOT STRUCTURE, AND BE FREE OF ALL WEEDS, DISEASE, AND
INSECT DAMAGE. PRIOR TO CUTTING, THE SOD SHALL BE GREEN, IN AN ACTIVE AND
VIGOROUS STATE OF GROWTH, AND MOWED TO A HEIGHT NOT EXCEEDING ONE (1) INCH.
THE SOD SHALL BE CUT WITH A MINIMUM OF ONE (1) INCH OF SOIL ADHERING.

INSTALLATION
13. PLANT MATERIAL SHALL BE DELIVERED AFTER PREPARATION OF PLANTING AREAS HAS

BEEN COMPLETED AND SHALL BE INSTALLED IMMEDIATELY. IF INSTALLATION IS DELAYED
MORE THAN 6 HOURS AFTER DELIVERY, SET MATERIAL IN SHADE, PROTECT FOR
WEATHER AND MECHANICAL DAMAGE, AND KEEP ROOT BALLS MOIST BY COVERING
WITH MULCH, BURLAP, OR OTHER ACCEPTABLE MEANS OF RETAINING MOISTURE.

14. CONTRACTOR SHALL INSTALL PLANT MATERIALS ONLY AFTER ALL OTHER
CONSTRUCTION OPERATIONS THAT CONFLICT HAVE BEEN COMPLETED.  IF AN
IRRIGATION SYSTEM IS TO BE INSTALLED, PLANT MATERIALS SHALL BE INSTALLED
AFTER THE IRRIGATION SYSTEM HAS BEEN INSTALLED, TESTED, AND APPROVED BY THE
OWNER'S REP.

15. PRIOR TO INSTALLATION, ALL PLANT MATERIAL SHALL BE APPROVED BY THE OWNER'S
REP AT THE TIME OF DELIVERY TO THE SITE FOR CONFORMANCE WITH THE
REQUIREMENTS OF THE PLANT SCHEDULE, PLANT SPECIFICATIONS, AND STORAGE AND
HANDLING REQUIREMENTS. CONTRACTOR SHALL PROVIDE A MINIMUM OF TWO (2)
WEEKS OF NOTICE PRIOR TO DELIVERY TO THE OWNER'S REP.

16. HANDLE PLANTS WITH CARE. DO NOT DAMAGE OR BREAK ROOT SYSTEM, BARK, OR
BRANCHES. REPAIR AND/OR REPLACE ITEMS DAMAGED AS A RESULT OF WORK OR
WORK THAT IS NOT IN COMPLIANCE WITH PLANS AND NOTES AS DIRECTED BY OWNER'S
REP AT NO ADDITIONAL COST TO THE OWNER.

17. ARRANGE TREES AND SHRUBS ON SITE IN PROPOSED LOCATIONS PER PLANS. LAYOUT
OF PLANTING AREAS AND PLACEMENT OF TREES, SHRUBS, AND GROUNDCOVERS SHALL
BE APPROVED BY THE OWNER'S REP PRIOR TO INSTALLATION. UTILITY CLEARANCES
FOR PLANT MATERIALS SHALL BE:
a. GROUNDCOVER SHALL BE LOCATED MIN 24 INCHES FROM FIRE HYDRANTS AND

UTILITY VAULTS.
b. SHRUBS SHALL BE LOCATED MIN 3 FEET FROM BUILDING WALLS AND MIN 8 FEET FROM

FIRE HYDRANTS AND UTILITY VAULTS.
c. TREE TRUNKS SHALL BE LOCATED MIN 15 FEET FROM BUILDING WALLS AND STREET

LIGHTS, MIN 10 FEET FROM UNDERGROUND UTILITIES, AND MIN 3 FEET FROM EDGE OF
PLANTING AREA.

d. TREE LOCATIONS MAY BE ADJUSTED TO ACCOMMODATE UTILITIES, BUILDING
ENTRANCES, OR WINDOWS. ADJUSTMENTS GREATER THAN 15' OC MUST BE
APPROVED BY LANDSCAPE ARCHITECT.

18. TREES SHALL BE INSTALLED FIRST; SHRUBS SECOND; AND GROUNDCOVERS THIRD.
EXCAVATE PIT, PLANT, AND STAKE OR GUY AS CALLED OUT AND DETAILED. EXCAVATE
PITS FOR GROUNDCOVERS TO A MIN 3 INCHES BELOW AND TWICE THE ROOT BALL DIA.
WATER THOROUGHLY AND TAKE CARE TO ENSURE THAT ROOT CROWNS ARE AT
PROPER GRADE AS DETAILED. ALL PLANT MATERIAL AND SUPPORTS TO STAND
VERTICAL.

19. CONTRACTOR SHALL BACKFILL PLANTING PITS WITH PLANTING SOIL AS DEFINED IN SOIL
PREPARATION NOTES. SETTLE PLANTING SOIL USING WATER ONLY. MECHANICAL
COMPACTION IS NOT PERMITTED.

20. TREES SHALL BE STAKED OR GUYED PER DETAILS WITHIN TWENTY-FOUR (24) HOURS OF
INSTALLATION. STAKES TO BE MIN 8 FEET LENGTH LODGEPOLE PINE STAKES WITH 2
INCH DIAMETER. GUY MATERIAL TO BE ONE (1) INCH WIDE POLYETHYLENE CHAIN LOCK
TYPE TIES OR 3/8 INCH DIAMETER RUBBER. WIRE IS NOT PERMITTED.

21. LABEL AT LEAST ONE (1) TREE, SHRUB, AND GROUNDCOVER OF EACH VARIETY WITH A
SECURELY ATTACHED, WATERPROOF TAG BEARING LEGIBLE DESIGNATION OF
BOTANICAL AND COMMON NAMES.
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TREES BOTANICAL / COMMON NAME CONT. SIZE WATER USE ORIGIN FOLIAGE QTY

ACER CIRCINATUM / VINE MAPLE B & B 2" DBH LOW NATIVE DECIDUOUS 2

AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCE` / `AUTUMN BRILLIANCE` SERVICEBERRY B & B 8` MIN HT LOW HYBRID DECIDUOUS 2

CARPINUS BETULUS `COLUMNARIS` / COLUMNAR EUROPEAN HORNBEAM B & B 2" CAL, 8` MIN HT LOW EXOTIC DECIDUOUS 5

CERCIDIPHYLLUM JAPONICUM / KATSURA TREE B & B 2" CAL, 8` MIN HT LOW EXOTIC DECIDUOUS 7

PARROTIA PERSICA `RUBY VASE` / RUBY VASE PERSIAN PARROTIA B & B 2" CAL, 8` MIN HT LOW EXOTIC DECIDUOUS 11

TOTAL REPLACEMENT
TREES ON SITE:              20

TREE REPLACEMENT PLAN

EXISTING TREE TO
REMAIN. 6" DEC.
TREE #155039

EXISTING TREE TO
REMAIN. 6" DEC.
TREE #155038

EXISTING TREE TO BE REMOVED, TYPTOTAL STREET TREES:  7
TOTAL TREES:                 27

REPLACEMENT TREE SCHEDULE

krappe
Length Measurement
30.05 ft
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TREES BOTANICAL / COMMON NAME CONT. SIZE QTY

ACER CIRCINATUM / VINE MAPLE B & B 2" CAL OR 3" TOTAL MULTISTEM 2
NURSERY GROWN, UNCUT LEADER(S). STAKE AND GUY ONE GROWING SEASON.

AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCE` / `AUTUMN BRILLIANCE` SERVICEBERRY B & B 2" CAL OR 3" TOTAL MULTISTEM 2
NURSERY GROWN, UNCUT LEADER(S). STAKE AND GUY ONE GROWING SEASON.

CARPINUS BETULUS `COLUMNARIS` / COLUMNAR EUROPEAN HORNBEAM B & B 2" CAL, 8` MIN HT 5
NURSERY GROWN FOR STREET TREE USE, BRANCHING AT 5`, UNCUT LEADER(S). STAKE AND
GUY ONE GROWING SEASON.

CERCIDIPHYLLUM JAPONICUM / KATSURA TREE B & B 2" CAL, 8` MIN HT 7
NURSERY GROWN FOR STREET TREE USE, BRANCHING AT 5`, UNCUT LEADER(S). STAKE AND
GUY ONE GROWING SEASON.

PARROTIA PERSICA `RUBY VASE` / RUBY VASE PERSIAN PARROTIA B & B 2" CAL, 8` MIN HT 11
NURSERY GROWN FOR STREET TREE USE, BRANCHING AT 5`, UNCUT LEADER(S). STAKE AND
GUY ONE GROWING SEASON.

SHRUBS BOTANICAL / COMMON NAME CONT. WATER USE SPACING QTY

FORSYTHIA X `FIESTA` / FIESTA FORSYTHIA #1 48" o.c. 2
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

FOTHERGILLA GARDENII `MT. AIRY` / DWARF WITCHALDER #1 60" o.c. 19
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

LAVANDULA ANGUSTIFOLIA `HIDCOTE` / HIDCOTE LAVENDER #1 36" o.c. 43
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

NANDINA DOMESTICA `MOON BAY` TM / HEAVENLY BAMBOO #1 36" o.c. 83
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

THUJA OCCIDENTALIS `SMARAGD` / EMERALD GREEN ARBORVITAE 6` MIN HT 36" o.c. 11
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

GRASS/GRASS-LIKE BOTANICAL / COMMON NAME CONT. WATER USE SPACING QTY

CALAMAGROSTIS X ACUTIFLORA `KARL FOERSTER` / FEATHER REED GRASS #1 36" o.c. 6
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

HELICTOTRICHON SEMPERVIRENS `SAPPHIRE` / BLUE OAT GRASS #1 24" o.c. 266
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

PENNISETUM ALOPECUROIDES `HAMELN` / HAMELN DWARF FOUNTAIN GRASS #1 36" o.c. 38
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

PHORMIUM X `SUNDOWNER` / SUNDOWNER NEW ZEALAND FLAX #1 48" o.c. 25
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

GROUND COVERS BOTANICAL / COMMON NAME CONT. WATER USE SPACING QTY

ARCTOSTAPHYLOS UVA-URSI / KINNIKINNICK #1 24" o.c. 1,133
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.

ERICA CARNEA `SPRINGWOOD WHITE` / WHITE SPRING HEATHER #1 24" o.c. 104
FULL AND MATCHING. REMOVE ALL WEEDS FROM NURSERY CONTAINERS BEFORE PLANTING.
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PLANT SCHEDULE

CHICK-FIL-A LYNNWOODDial 811
Callbefore you dig.

below.Know what's

N

TEMPORARY LAWN
SOD OR SEED LAWN. SEE PLANTING
NOTES. NO IRRIGATION PROPOSED.

LANDSCAPE PLANTING PLAN

TREE ROOT BARRIER, TYP.
INSTALL BETWEEN UNDERGROUND GAS LINE AND

EACH STREET TREE ALONG SR99 FRONTAGE
INSTALL PER MANUFACTURER

SPECS AND LOCAL ORDINANCE
SEE DETAIL

krappe
Area Measurement
916.9 sf

krappe
Area Measurement
705.2 sf

krappe
Area Measurement
98.2 sf

krappe
Area Measurement
99.1 sf

krappe
Area Measurement
98.6 sf

krappe
Area Measurement
59.9 sf

krappe
Area Measurement
95.2 sf

krappe
Area Measurement
417.7 sf

krappe
Area Measurement
1,297.8 sf

krappe
Area Measurement
176.5 sf

krappe
Area Measurement
1,548.9 sf

krappe
Area Measurement
1,801.5 sf

krappe
Area Measurement
570.4 sf

krappe
Area Measurement
1,196.4 sf
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LANDSCAPE AND PLANTING DETAILS

Linear Application of DeepRoot Tree Root Barriers at Time
of Installing Concrete Sidewalks and Curbs

AND MIX SOIL TO 18" OR DEPTH OF ROOTBALL AND 2

PENETRATION TO SUBBASE (+) 24"

PREPARE PLANTING BED PER SPEC'S; AT MIN., LOSSEN 6
' 
M
IN
.

PRUNE DAMAGED TWIGS AFTER PLANTING
PLACE IN VERT. POSITION: DOUBLE LEADERS WILL BE REJECTED

TIMES BALL DIAMETER

(2) LODGEPOLE STAKES, PLUMB WITH ELASTIC CHAIN-LOCK TYPE
OR RUBBER GUYS TIED IN FIGURE EIGHT; REMOVE AFTER ONE
GROWING SEASON

NOTES
1. KEEP ROOTBALL MOIST AND PROTECTED AT ALL TIMES.
2. HOLD CROWN OF ROOTBALL AT OR JUST ABOVE FINISH GRADE.
3. PROTECT TRUNK AND LIMBS FROM INJURY.
4. BACKFILL TO BE SETTLED USING WATER ONLY - NO MECHANICAL COMPACTION.
5. REMOVE ALL WRAP, TIES & CONTAINERS, REGARDLESS OF MATERIAL.

PROTECTIVE WRAPPING DURING SHIPMENT TO SITE AND
INSTALLATION REMOVE AT COMPLETION OF PLANTING

LAWN PLANTING; PROVIDE 3' Ø "NO GRASS" TREE RING AND 2"
DEEP MULCH LAYER IN WELL.  HOLD BACK FROM TRUNK 8" TO 10"

REMOVE ALL WRAP, TIES, AND CONTAINERS SCORE
ROOTBALL AND WORK NURSERY SOIL  AWAY FROM
PERIMETER ROOTS

SET BALL ON UNDISTURBED BASE OR COMPACTED
MOUND UNDER BALL

DECIDUOUS TREE PLANTING AND STAKING
NOT TO SCALE

FINISH
GRADE

2

RUBBER HOSE ON EACH MAJOR STEM. ALL MAJOR
STEMS WIRED TOGETHER.
SET TREE AT FINISH GRADE
3"  MULCH, TAPER TO 0 WITHIN 12" OF TRUNK.

SOIL SAUCER, USE PREPARED TOPSOIL, 6" MIN.
WOOD STAKES (3) IN FIRM SOIL

PREPARED SUBGRADE PEDESTAL

CUT ROPES AT TOP OF BALL. REMOVE TOP 13 OF BURLAP.
TOTALLY REMOVE ALL NON-BIODEGRADABLE MATERIAL.
PREPARED PLANTING SOIL. SEE NOTE.2X ROOT BALL DIA.

4"

NOTES
1. PREPARATION FOR PLANTING SOIL SHALL INCLUDE

INCORPORATION OF 2 12" OF FINE COMPOST INTO
THE EXISTING SUBGRADE TO A DEPTH OF 8" AND
THE INCORPORATION OF FIRST LIFT OF TOPSOIL
INTO PREPARED SUBGRADE.

2. WATER SETTLE SOIL AFTER PLANTING. NO
MECHANICAL COMPACTION.

3. DO NOT PLANT IN WET CONDITIONS. PROVIDE
DRAINAGE FROM EACH PLANTING PIT IF
NECESSARY.

4. PRUNE DAMAGED TWIGS AFTER PLANTING.

6"

MULTI-STEM TREE PLANTING
3/8" = 1'-0"

3

FROM ROOTBALL.  ROUGHEN ALL SURFACES OF PIT.
PLANT SHRUB HIGH ENOUGH TO ALLOW POSITIVE DRAINAGE AWAY 

SHRUB - PRUNE AS DIRECTED

DIAMETER
3x THE ROOTBALL 

MATERIAL.  REMOVE TOP 1/3 OF
SCARIFY ROOTBALL ON CONTAINER

BURLAP ON B&B MATERIAL

BY LANDSCAPE ARCHITECT

2" OF PLANTING SOIL.
APPLY ADDITIONAL 4 OZ. 8-32-16 FERTILIZER INTO TOP
NOTE:

DUST ROOT BALL WITH 
ROOT GROWTH HORMONE

MULCH LAYER. HOLD MULCH BACK

BACKFILL WITH PLANTING SOIL. SEE NOTES.

4" SAUCER FOR WATERING

FROM STEM

6"
 M

IN

SHRUB PLANTING
NTS

4

FINISH GRADE. FEATHER
EXCESS SOIL UNDER MULCH.

3" MULCH (1.5" BARK OR
WOOD CHIP MULCH ON TOP
OF 1.5" FINE COMPOST)

POSITION CROWN OF PLANT
1
2" ABOVE FINISH GRADE.

NOTES

1. SEE PLANT SCHEDULE FOR
GROUNDCOVER SPECIES,
SIZE, AND SPACING.

2. REMOVE CONTAINER AND
WORK ROOTS FREE OF
SOIL.

3. HOLD PLANTS TWO-THIRDS
(23) OF THE RECOMMENDED
O.C. PLANT SPACING FROM
EDGE OF PLANTING AREA.

4. SETTLE SOIL AROUND
ROOT BALL OF EACH
GROUNDCOVER PRIOR TO
MULCHING. SOIL SHALL BE
SETTLED USING WATER
ONLY.

5. DO NOT PLANT IN WET
CONDITIONS. PROVIDE
DRAINAGE FROM EACH
PLANTING PIT IF
NECESSARY.

6. ALL PLANTS SHALL BE
INSTALLED PRIOR TO
MULCHING.

PREPARED SUBGRADE.
ROTOTILL FIRST LIFT OF
PLANTING SOIL INTO
PREPARED SUBGRADE.

GROUNDCOVER PLANTING
3/4" = 1'-0"

5

XX

X

EDGE OF PLANTING
AREA. EDGE CONDITION
VARIES. SEE PLANS.

X = RECOMMENDED
ON-CENTER SPACING (2

/3
)X

PLANTS SHALL BE
TRIANGULARLY SPACED.

3" DEPTH MULCH LAYER.

PLANT SPACING
1" = 1'-0"

6

TO SUBSOIL

REMOVE EXCESS GRAVEL
AND PAVING  

SUBGRADE

BERM HEIGHT 6" MIN.

SOIL LINE: 3"
IN MULCH, 1" 
IN LAWN

OVER ALL TOPSOIL DEPTH OF 3 FEET

COARSE TRANSITION FROM TOPSOIL

TO LOOSEN COMPACTED SUBBASE 
OVER EXCAVATE PARKING LOT PLANTERS

(COMPACTED CONDITION)

12" MAX. LIP

CIVIL PLANS)
PAVING (SEE

CURB

TOPSOIL SETTLED

NOTE:

1-1/2" DRAIN AT LOW
POINTS & 10' SPACING, MAX

GRADING AT PARKING LOT PLANTERS
NOT TO SCALE

7

MULCH CONDITIONLAWN CONDITION (CURB SIMILAR)
SIDEWALK

1" MAX. 1" MAX. 

PREPARED SUBGRADE

TOPSOIL AS SPECIFIED

MULCH LAYER

DRAWINGS (WALK
CURB PER CIVIL

SIMILAR)

CLEAR

FINISH GRADE AT
4:1 SLOPE MAXIMUM 2%
SLOPE MINIMUM

FINISH GRADE AT
3:1 SLOPE MAXIMUM
10:1 SLOPE MINIMUM

PLANTER SECTION
NOT TO SCALE

8

VA
R

IE
S

MULCH AT CURB
NOT TO SCALE

MULCH LAYER; SEE
NOTES FOR DEPTH

1" MAX TOP OF MULCH
TO TOP OF CURB
CURB

1

PLANTING AREA ADJACENT TO LAWN
NOT TO SCALE

TOP SOIL

MULCH LAYER. SEE
NOTES FOR DEPTH

FINISH GRADE

SHOVEL-CUT TRANSITION
LAWN

9

DEEPROOT TREE ROOT BARRIER
NOT TO SCALE

10
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IRRIGATION PLAN AND SCHEDULE

POC. NEW 34" WATER METER PER JURISDICTIONAL CODE.
SEE CIVIL.

MOUNT CONTROLLER ON INTERIOR WALL.
INPUT: 117 VAC +/- 10%, 60 Hz.

OUTPUT: 26.5 VAC, 1.5 A. LOCATION.
INSTALL 2 12" DIA PVC CONDUIT FOR 24V ELECTRICAL

WIRING FROM CONTROLLER TO LANDSCAPE AREA.
PAINT CONDUIT TO MATCH BUILDING COLOR.

MOUNT RAIN SENSOR ON WEATHER
EXPOSED PORTION OF EXTERIOR WALL AT

EIGHT (8) TO NINE (9) FEET HEIGHT.

krappe
Area Measurement
914.05 sf

krappe
Area Measurement
104.98 sf

krappe
Area Measurement
702 sf

krappe
Area Measurement
99.51 sf

krappe
Area Measurement
99.91 sf

krappe
Area Measurement
99.57 sf

krappe
Area Measurement
96.79 sf

krappe
Area Measurement
57.13 sf

krappe
Area Measurement
418.84 sf

krappe
Area Measurement
1,267.54 sf

krappe
Area Measurement
166.38 sf

krappe
Area Measurement
948.77 sf

krappe
Area Measurement
169.88 sf

krappe
Area Measurement
89.8 sf

krappe
Area Measurement
75.22 sf

krappe
Area Measurement
1,510.63 sf
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IRRIGATION NOTES AND DETAILS

POINT OF CONNECTION (POC)
NOT TO SCALE

1

IN
OUT

FROM IRRIGATION WATER SERVICE

PVC MAINLINE PER PLAN

EQEQ

12
" M

IN
IM

U
M

C
LE

AR
AN

C
E

12
" M

IN
IM

U
M

DOUBLE CHECK VALVE ASSEMBLY
NOT TO SCALE

DOUBLE GRADE LEVEL JUMBLE BOX SIZE TO
PERMIT 12" MINIMUN CLEAR FROM WALLS TO
TEST COCKS; BOLT LOCK LID

DOUBLE CHECK VALVE (STATE APPROVED
ASSEMBLY) RESILIANT SEATED VALVES AND TEST
COCKS; INSTALL ASSEMBLY AS POSITION, PER
LOCAL REQUIREMENTS.

PVC SCH 80 NIPPLE AND FEMALE ADAPTER

PVC SCH 80 UNION - TYPICAL

PVC SCH 80 NIPPLE - TYPICAL

BLOCK AS NECESSARY WITH BRICKS AT
BASE OF BOX

1 C.F. 7/8" WASHED GRAVEL SUMP

NOTE: INSPECTION OF COMPLETED ASSEMBLY BY
CERTIFIED TESTER REQUIRED.

2

NOTE:
1. LOCATE VALVE BOXES IN PLANTING AREAS.
2. WRAP VALVE BOX WITH A MINIMUM OF 3 MIL THICK PLASTIC

AND SECURE IT USING DUCT TAPE OR ELECTRICAL TAPE.
3. ALL THREADED CONNECTIONS TO BE MADE USING TEFLON TAPE.
4. ALL CHANGES IN ELEVATION SHALL BE MADE USING SCH 40

PVC ��� EL%OWS.

3/8" WELDED WIRE MESH

THREE INCH (3") THICK LAYER OF
PEA GRAVEL OR APPROVED EQUAL

MAINLINE

SCH 80 PVC NIPPLE TxS
SCH 80 PVC UNION SxS

PAVEMENT

REGULAR VALVE BOX WITH LOCKING
LID

6"
 M

IN
.

12
" M

AX
.

FOUR (4) 4"x8" BRICKS

SC+ �� PVC ��� EL%OW

FINISH GRADE

ADAPTER
SCH 80 PVC MALE

THREADED BALL
VALVE

BALL VALVE
NOT TO SCALE

3
PIPE SLEEVE AND TRENCHING
NOT TO SCALE

4

NOTE

1. THIS DETAIL TO
BE USED IF
HUNTER
XC-HYBRID
IRRIGATION
CONTROLLER IS
USED FOR THIS
PROJECT.

2. MOUNT ON
WEATHER
EXPOSED WALL
8' ABOVE GRADE

RAIN SENSOR
NOT TO SCALE

5

FRONT ELEVATION RIGHT ELEVATION

4

NOTE

MOUNT CONTROLLER LCD SCREEN AT EYE
LEVEL, CONTROLLER SHALL BE HARD-WIRED TO
GROUNDED 110 VAC POWER SOURCE.

IRRIGATION CONTROLLER - WALL MOUNT
NOT TO SCALE

LEGEND

1 IRRIGATION
CONTROLLER (ACC)
PER PLAN

2 IRRIGATION 
CONTROL WIRE IN
CONDUIT. SIZE AND
TYPE PER LOCAL
CODES

3 ELECTRICAL SUPPLY
CONDUIT. CONNECT
TO POWER SOURCE,
J-BOX INSIDE
CONTROLLER

4 ADJACENT SURFACE
TO MOUNT
CONTROLLER PER
PLAN

4
3

2

1

3

PER SPEC

PER SPEC

6



CHICK-FIL-A LYNNWOODDial 811
Callbefore you dig.

below.Know what's
IRRIGATION DETAILS

XFS Dripline Maximum Lateral Lengths (Feet)

Inlet Pressure
psi

12" Spacing 18" Spacing 24" Spacing
Nominal Flow

(gph)
Nominal Flow

(gph)
Nominal Flow

(gph)
0.6 0.9 0.6 0.9 0.6 0.9

15 273 155 314 250 424 322
20 318 169 353 294 508 368
30 360 230 413 350 586 414
40 395 255 465 402 652 474
50 417 285 528 420 720 488
60 460 290 596 455 780 514

DRIPLINE CENTER FEED LAYOUT
NOT TO SCALE

DRIPLINE END FEED LAYOUT
NOT TO SCALE

·

·

·

·

0.6 0.9 0.6 0.9 0.6 0.9
15 273 155 314 250 424 322
20 318 169 353 294 508 368
30 360 230 413 350 586 414
40 395 255 465 402 652 474
50 417 285 528 420 720 488
60 460 290 596 455 780 514

Inlet Pressure psi Nominal Flow (gph)
12" Spacing

Nominal Flow (gph)
18" Spacing 24" Spacing

Nominal Flow (gph)

XFS Dripline Maximum Lateral Lengths (Feet)

·

·

·

·

DRIPLINE IRREGULAR SHAPED LAYOUT
NOT TO SCALE

DRIPLINE ODD CURVES LAYOUT
NOT TO SCALE

4" - 6"

DRIP IRRIGATION DRIPLINE INDICATOR
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